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TEMPORARY PRECAST

CONCRETE BARRIERS

(ANCHORED TO BRIDGE DECK)

1

011

SAND FILLED

BARRELS

011

GE-GE-
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ELEVATION

CONCRETE

BARRIER

RELATIVE
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0.3 MIN. TO SOLID OBJECT

(0.6 MAX.)

2100 lb

(approx 955 kg)

2100 lb

(approx 955 kg)

700 lb

(approx 320 kg)

1400 lb

(approx 635 kg)

1400 lb

(approx 635 kg)

1400 lb

(approx 635 kg)

1400 lb

(approx 635 kg)

0.15 MIN (TYP)

(0.3 MAX)

400 lb

(approx 180 kg)

0.75 MIN TO SOLID OBJECT ON

TRAFFIC SIDE OF BARRIER

DESIGN CALCULATIONS FOR A POSTED VELOCITY OF 60 KM/H

(SEE NOTE 1)

ROW

SAND WT

(lb)

EXIT VEL

(km/h)

AVG g's

FOR ROW

EXIT VEL

(km/h)

AVG g's

FOR ROW

0 60.00 60

1 400 49.07 5.13 55.09 2.43

2 700 35.31 4.99 47.66 3.28

3 2800 13.80 4.54 29.36 6.06

4 2800 5.39 0.69 18.08 2.30

5 4200 1.62 0.11 9.34 1.03

NOTES:

1. THE DESIGN CALCULATIONS APPLY ONLY FOR A FRONTAL IMPACT

    IN EITHER A UNIDIRECTIONAL OR BIDIRECTIONAL LAYOUT.

2. ALL SCALES ARE APPROXIMATE
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CONSTRUCTION STAGING -

STAGE 1A (2 OF 2)

011

011

011

MAJOR UNDERGROUNDS CONSTRUCTION

EXISTING PROPERTY LINE

PROPOSED PROPERTY LINE

REMOVAL

ADJUSTMENT

TEMPORARY ROADWAY CONSTRUCTION

TEMPORARY MEDIAN CONSTRUCTION

PERMANENT ROADWAY CONSTRUCTION

PERMANENT MEDIAN CONSTRUCTION

TEMPORARY SIDEWALK/MUP CONSTRUCTION

PERMANENT SIDEWALK/MUP CONSTRUCTION

BRIDGE/UNDERPASS CONSTRUCTION

LEGEND - CONSTRUCTION STAGING

VEHICULAR TRAFFIC

PEDESTRIAN/CYCLIST

TRAFFIC

LANE CLOSED

SIDEWALK CLOSED

X

X

STAGE 1A-1 ROADWAY CONSTRUCTION

STAGE 1A-2 ROADWAY CONSTRUCTION

1 SAND FILLED BARRELS

SCALE: NTS

008,009,010,011,012,013,014,015,016,017,018,019 011

GE- GE-


