
VARIES 0.20 1.50 (MIN.) 0.20 VARIES

BACK OF CURB

BUILDING
EDGE

PAVING BAND - CONCRETE PAVERS
210mm X 105mm X 60mm

CONCRETE CONCRETE SIDEWALK

0.15
10M LONGITUDINAL

DEFORMED BAR REF
SD-205

0.20

VARIES
25R

EXISTING PAVEMENT

180 OR AS SPECIFIED

1.50 (MIN.) VARIES

20M VERTICAL DEFORMED
BAR @ 600 O.C.

PAVERS SET ONTO LEVEL SAND BED
BASE
COURSE

BUILDING FACE

2% MIN
4% MAX

0.
10

0.
15

2 COURSES RUNNING BAND
HEAVY DUTY CHARCOAL

HOLLAND STONE
(210x105x80)

CONCRETE SIDEWALK

25M TIE-BAR @
300mm O/C

EXISTING CONCRETE ROAD

13mm SAND SETTING BED
CONFORM TO CSA A23.1 FA 1,

0.08mm SIEVE < 1%

ONE (1) - 75mm DIAMETER
VERTICAL DRAIN STUFFED FULL

AND COVERED WITH
NON-WOVEN FABRIC SET AT
EACH GUTTER TO PROVIDE

DRAINAGE TO SUB-BASE (TYP.)

EXISTING SUB-BASE MATERIAL

220 225±

20
0±30

0

0.15 0.05

1.54

0.
15

0.
05

1.
54

0.41Ø

TREE
WELL
CURB

EXISTING
TREEVARIES

1.24

0.05

0.35 0.15

0.
20

CONTRACTOR TO VERIFY
DEPTH OF LIP TO
ACCOMMODATE TREE WELL
GRATE

10M LONGITUDINAL
DEFORMED BARS

CONTINUOUS
AROUND

TREE WELL

EXISTING
TOP SOIL

C.I.P. CONCRETE TREE
WELL CURB WITH MIN. 50mm
LIP, POURED INTEGRAL
WITH SIDEWALK

EXISTING
PAVEMENT

0.05
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