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CITY OF WINNIPEG

AIR CANADA WINDOW PARK

SITE REDEVELOPMENT

LAYOUT PLAN
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17-0107-018
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L03

1. ALL EXISTING STRUCTURES, TREES, SIDEWALKS, CURBS, UTILITIES AND PAVING TO BE PROTECTED (UNLESS OTHERWISE NOTED)

DURING CONSTRUCTION TO CITY OF WINNIPEG STANDARDS.  CONTRACTOR TO MAKE GOOD ALL DAMAGED AREA DURING

CONSTRUCTION BOTH ON AND OFF SITE TO CITY OF WINNIPEG STANDARDS AT THE CONTRACTORS COSTS

2. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES

BEFORE PROCEEDING WITH CONSTRUCTION

3. CONTRACTOR TO CONFIRM ALL EXISTING GRADES, BUILDING LOCATIONS, LAYOUT, DIMENSIONS AND MATERIALS ON SITE AND

REPORT ANY DISCREPANCIES TO THE CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION

EXTENTS OF WORK
"A"

"C"

APTN BUILDING

339 PORTAGE AVE

SCULPTURE

BASE BY OTHERS

"B"

100mm CONCRETE SURFACING AS

PER CW 3310.  BROOM FINISH.

150mm CRUSHED LIMESTONE BASE

COURSE (20mm-DOWN SIZE).

COMPACT IN 2 - 75mm LIFTS AS PER

CW 3110

COMPACTED SUBGRADE

1

L03

CONCRETE PAVING - SECTION

SCALE - 1 : 25

APPROXIMATE LOCATIONS OF

SUPPORT PILES.TO BE CONFIRMED

ON SITE. COORDINATE WITH

SCULPTURE INSTALLER.

STRUCTURAL CONTROL

JOINTS AND SAW CUT.

BEGIN PATTERN AT DOOR

FRAME.

APPROXIMATE

LOCATION OF

SUPPORT HEX PILES.

TO BE CONFIRMED ON

SITE. COORDINATE

WITH SCULPTURE

INSTALLER.

1. FINISHED GRADE OF NEW PAVING TO BE AS EXISTING CONDITION PRIOR TO REMOVALS.

2. CONTRACTOR TO CONFIRM POSITIVE DRAIN.

3. CONDITIONS TO BE CONSISTENT WITH EXISTING UNLESS OTHERWISE NOTED.

4. CONTRACTOR TO LAYOUT ALL JOINTS FOR REVIEW AND APPROVAL BY CONTRACT

ADMINISTRATOR PRIOR TO CONSTRUCTION.

5. CONCRETE PAVING SHALL RECEIVE TROWELED FINISH.

PAVING NOTES:

FIBRE BOARD

SEE 1/L05


