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Location of underground structures as shown are based 
on the best information available but no guarantee is 
given that all existing utilities are shown or that the given 
locations are exact.  Confirmation of existence and exact 
location of all services must be obtained from the 
individual utilities before proceeding with construction.
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PLINTH - VOID LAYOUT FOR GRANITE LEGACY STONES
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Royal Winnipeg Rifles Monument
To be removed, stored on site 
and re-installed by others.
Base Stone to be restored and 
re-installed by others.
Contractor is responsible for the care
and safety of the monument during
construction.
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DAVID M. WAGNER

Concrete Sidewalk

Flexcell Fibre Board
Joint Filler

Concrete Sidewalk
Refer to 5/L6

Min. 200mm Depth
Compacted 19mm Down
Crushed Limestone over
Non-Woven Geotextile

15M @ 400 E.W.

Flexcell Fibre Board
Joint Filler - All 4 Sides 
Of Monument Base

Existing Monument Base 
And Pile - Refer to 1/L8 

Extra 15M Around
Perimeter of Square

Individual Stones to be Supplied 
And Installed By Others
Confirm Size Required for Void
Prior to Pouring Concrete

20
0

20
0

1600

Existing Monument
To Be Installed By
Others

Stone Base To Be 
Installed By Others

Edge of Round Lower Level
Of Plinth

Edge of Square Upper Level
Of Plinth
Void for Stone Inset
Stones By Others

1300 ±340

27004 Corner Bollards
Refer to 8/L6 25 mm Rounding 

25 mm Rounding
All Outer Edges 
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Radius 4000

15M @ 400 E.W.

30
0

200
Thickened Edge
15M T&B 
Tie to Slab Reinforcing

Ensure Top Level Sits
Cleanly on Lower Level

2500

Compacted Subgrade

Asphalt Path
Refer to SCD-648R

Drain Hole

75mm
Depth

75mm
Depth

Drill Drain Hole
Every 900 mm

Install Mount for
Bollard in Concrete
Refer to 8/L6

300

New Concrete Base
With 20M @ 300mm EW - T&B
Size to Fit Existing Base
And To Meet Proposed Grades
Dowel to Existing with 20M Epoxy Bar
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±180 2500

Light - Type 2

Concrete Sidewalk

Bollard

Winnipeg Rifles Monument

Radius 4000

1600

Square Upper Level
Refer to 2/L7

Round Lower Level
Refer to 2/L7

Granite Legacy Stones By Others 

2% Slope 2% Slope

232.80
Refer to Grading Plan

232.85
Refer to Grading Plan

20
0

20
0

2% Slope2% Slope

1200

Bench Pad

1% Slope

Radius 4000

Void for Stone Inset

Stone Base By Others
Base Corners will be Truncated ±100mm
Forming of Concrete Plynth To Account 
For This.
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Monument

Stone Base

Edge of Sidewalk
2.
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Concrete Sidewalk
Refer to 5/L6

Edge of Round Lower Level 
Of Plinth

Edge of Square Upper Level 
Of Plinth
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Light - Type 2
Refer to 7/L6

45°

232.80+

232.80+

232.80+

232.80+

232.85+

232.85+232.85+

2%

232.80+

232.85+
233.05+

233.05+

233.05+
+233.05

1.6

Inside Edge of Concrete of
Lower Level

1%

1%

2%

233.06++233.26 233.30+

233.30+

+233.26
233.06+

2%

+233.26
233.06+

233.30+

1%

2%

Proposed Grades
Refer to Grading Plan

+232.85

Centre Line of 
Bench on
Concrete Pad

N

Light - Type 2
Refer to 7/L6

Bench on
Concrete Pad

1%

2%

Refer to 4/L7 For Layout of
Voids for Inset of Granite Stones (By Others)
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Dimensions in mm

Dimensions in mm

300 4800 300

30
0

13
00

15
0

19
00

15
0

13
00

30
0

5400

20
0

45
0

1050 1050

2100

Typical for 3 Sides
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Granite Stones Supplied and
Installed By Others

Bollard to be
Centered in 
Each Corner,
Orient Each
Bollard as Shown

45°

Dimensions in mm

Side Facing
Home Street 
Entrance

N

28 Maple Leaf Anti-Skateboarding  Guards
Cast Aluminum, 127mm Ø, for 25mm radius Concrete Edge.
Install equally spaced around edge of Round Plinth as per
manufacturer's  instructions.


