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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR PRIOR TO 
CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE 
BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATIONS ARE EXACT. 
CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES 
BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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DATEMANAGER,
PARK AND OPEN SPACES ATHELETIC FIELD RECONSTRUCTION
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CULVERT

EXISTING 150 MM DIA. HDPE 
CULVERT
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LIMIT OF SOD INSTALLATION 
(SAFETY FENCE AROUND 
ENTIRE SITE)LIMIT OF SOD INSTALLATION 

(SAFETY FENCE AROUND 
ENTIRE SITE)

POINT ID ELEVATION
P06 231.200
P07 231.940
P08 232.324
P09 232.710
P10 232.130
P11 231.885
P12 232.214
P13 231.593
P14 231.830
P15 231.223
P16 231.521
P17 231.352

SWALE CONTROL POINTS

MIN. 50 MM NEW TOPSOIL

EXISTING TOPSOIL (VARIES)

SUBGRADE

MINERAL SOD

CROSS SECTION
NTS

SITE PLAN
SCALE: 1:1000

335 TIM SALE DRIVE

CAUTION: ALL SWALES CONTAIN MULTI-FLOW SUB SURFACE DRAINAGE, CONTRACTOR SHALL USE 
ANY MEANS NECESSARY TO PREVENT DAMAGE TO SUB SURFACE DRAINAGE. ANY DAMAGE MUST 
BE REPAIRED  TO THE SATISFACTION OF THE CONTRACT ADMINISTRATOR AND AT THE EXPENSE 
OF THE CONTRACTOR. 

POINT ID ELEVATION
P100 232.330
P101 232.818
P102 232.330
P104 232.330
P105 232.818
P106 232.330
P107 232.380
P108 232.818
P109 232.380
P110 232.380
P111 232.818
P112 232.380
P113 232.818
P114 232.393

FIELD CONTROL POINTS
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