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CENTRE PIER COLUMN REPAIR - SECTION THRU CL PIER
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SECTION: STAGE 1 - DEMOLITION

SCALE:  1:40
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SECTION: STAGE 2 - CONCRETE JACKET

SCALE:  1:40
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DETAIL: PAVEMENT REMOVAL AND EXCAVATION AT CENTRE PIER
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DETAIL - NEW PAVEMENT AT CENTRE PIER
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DETAIL - NEW PAVEMENT TIE-IN AT CENTRE PIER

SCALE:  1:10
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LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.
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NEW CONCRETE

REMOVALS

GENERAL NOTES:

1. SUPERSTRUCTURE NOT SHOWN FOR CLARITY.

2. PILES NOT SHOWN FOR CLARITY.

3. PERFORM DEMOLITION ON ONE PIER COLUMN AT A TIME.

4. PERFORM DEMOLITION STARTING AT THE TOP AND MOVING

DOWNWARDS.

5. PIER COLUMN DEMOLITION TO BE STAGED SUCH THAT

DEMOLITION OCCURS WHEN EMPRESS LANES DIRECTLY

ABOVE ARE CLOSED.

6. REMOVE CONCRETE ON PIER COLUMNS TO EXTERIOR FACE

OF EXISTING SPIRAL REINFORCEMENT.

7. IF DISCOVERED THAT EXISTING SPIRAL PIER COLUMN

REINFORCEMENT IS SEVERELY CORRODED OR BROKEN

DURING REMOVALS, IMMEDIATELY PLACE HIGH TENSILE

STEEL STRAPPING AROUND DAMAGED SECTION.

8. SANDBLAST REINFORCING STEEL PRIOR TO INSTALLATION OF

ANODES AND NEW REINFORCEMENT AS WELL AS NEW

CONCRETE PLACEMENT. SEE SHEET 100 FOR INSTALLATION

PROCEDURE.

9. ALL EXPOSED CONCRETE SURFACES TO BE TREATED WITH

SILANE SEALER AFTER ALL REPAIRS ARE COMPLETE.
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