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JAMES AVE. NORTH FROM APPROACH TO AMY - SOIL CELL

: 1:25L2.1
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JAMES AVE. NORTH FROM APPROACH TO AMY

: 1:25L2.1
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LIGHT STANDARD INCL.

CONC PILE

SEE DTL. 3/L3.2

998

CURB & GUTTER - SEE CIVIL

CIP CONC. SIDEWALK

INDICATOR STRIP - DARK

IRONSPOT ENDICOTT BRICK

PAVER SEE DTL 8/L3.3

CURB & GUTTER SEE CIVIL

CIP CONC. SIDEWALK

THICKENED EDGE

150 DIA PERF DRAINAGE PIPE

SLOPE BOTTOM OF EXCAVATION TO PIPE

CONNECT END OF PIPE TO NEAREST CB &

ENSURE POSITIVE DRAINAGE

PLANTING MEDIUM

COMPACTED PLANTING MEDIUM MOUND

SET TREE PLUMB IN CENTRE OF

OPENING

1219 x 1219mm TREE GRATE & 1248 x

1248mm GALV. TREE GRATE FRAME SEE

DTL. 3/L3.4

450

150 MM MIN.

450

25MM - 100MM

450

450

150

CIP CONC. SIDEWALK

THICKENED EDGE

SET TREE PLUMB IN CENTRE OF

OPENING

1219 x 1219mm TREE GRATE & 1248 x

1248mm GALV. TREE GRATE FRAME

SEE DTL. 3/L3.4

150 MM MIN.

PLANTING MEDIUM

COMPACTED PLANTING

MEDIUM MOUND

LIGHT STANDARD INCL.

CONC PILE

SEE DTL. 3/L3.2

CURB & GUTTER - SEE CIVIL

CIP CONC. SIDEWALK

INDICATOR STRIP - DARK

IRONSPOT ENDICOTT

BRICK PAVER SEE DTL

8/L3.3

25MM - 100MM

CURB & GUTTER - SEE CIVIL

CIP CONC. SIDEWALK

INDICATOR STRIP - DARK IRONSPOT

ENDICOTT BRICK PAVER SEE DTL

8/L3.3

150 DIA PERF DRAINAGE PIPE

SLOPE BOTTOM OF EXCAVATION TO

PIPE. CONNECT END OF PIPE TO

NEAREST CB & ENSURE POSITIVE

DRAINAGE

PLANTING MEDIUM

COMPACTED PLANTING MEDIUM

MOUND

1219 x 1219mm TREE GRATE & 1248 x

1248mm GALV. TREE GRATE FRAME

SEE DTL. 2/L3.4

CIP CONC. SIDEWALK

PLANTING MEDIUM

GEOTEXTILE PER CW3120

COMPACTED PLANTING MEDIUM

MOUND

1219 x 1219mm TREE GRATE & 1248 x

1248mm GALV. TREE GRATE FRAME

SEE DTL. 2/L3.4
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CABLE TIE, ATTACHING GEOGRID TO

SILVA CELL AT BASE OF UPPER LEG

FLARE SEE SILVA CELL SPECS.

AGGREGATE BASE COURSE

GEOTEXTILE 450mm OVERLAP PAST

EXCAVATION

25-100mm SPACING BETWEEN SILVA

CELLS AT BASE

100mm MIN AGREGATE SUBBASE COMPACTED

TO 95% PROCTOR

PIN PER SILVA CELL SPECS.

GEOTEXTILE FABRIC, PLACED BELOW

AGGREGATE SUBBASE

DEEPROOT UB18-ROOT BARRIER, INSTALL

DIRECTLY ADJACENT TO CONCRETE

AGGREGATE BASE COURSE

DEEPROOT UB18-ROOT BARRIER,

INSTALL DIRECTLY ADJACENT TO

CONCRETE

CABLE TIE, ATTACHING GEOGRID TO

SILVA CELL AT BASE OF UPPER LEG

FLARE SEE SILVA CELL SPECS.

GEOTEXTILE 450mm OVERLAP

PAST EXCAVATION

100mm MIN AGREGATE SUBBASE,

COMPACTED TO 95% PROCTOR

GEOTEXTILE FABRIC, PLACED BELOW

AGGREGATE SUBBASE

PIN PER SILVA CELL SPECS.

AGGREGATE BASE COURSE

DEEPROOT UB18-ROOT BARRIER,

INSTALL DIRECTLY ADJACENT TO

CONCRETE

COMPACTED SUBGRADE

CABLE TIE, ATTACHING GEOGRID TO SILVA

CELL AT BASE OF UPPER LEG FLARE SEE

SILVA CELL SPECS.

GEOTEXTILE 450mm OVERLAP PAST

EXCAVATION

25-100mm SPACING BETWEEN SILVA

CELLS AT BASE

100mm MIN AGRGATE SUB BASE

COMPACTED TO 95% PROCTOR

GEOTEXTILE FABRIC, PLACED BELOW

AGGREGATE SUBBASE

COMPACTED SUBGRADE

PIN PER SILVA CELL SPECS.

25-100mm SPACING BETWEEN

SILVA CELLS AT BASE

GEOGRID TO LINE PERIMETER OF

SYSTEM 150mm TOE OUTWARD FROM

BASE 300mm EXCESS OVER TOP OF

DECK

SILVA CELL UNIT SEE SPECS.

GEOGRID TO LINE PERIMETER OF

SYSTEM 150mm TOE OUTWARD FROM

BASE 300mm EXCESS OVER TOP OF DECK

SILVA CELL UNIT SEE SPECS.

GEOGRID TO LINE PERIMETER OF

SYSTEM 150mm TOE OUTWARD FROM

BASE 300mm EXCESS OVER TOP OF

DECK

SILVA CELL UNIT SEE SPECS.

450

300 MIN. AGGREGATE BASE COVER

300 MIN. AGGREGATE BASE COVER

TYP. CROSS SECTION
TYP. LONGITUDINAL SECTION

VAULT COVER

350

350
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JAMES AVE. NORTH
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LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES

GM

GM

JH

JH

AS NOTED

AS NOTED

28/02/18

JHISSUED FOR UG REVIEW 11/01/18
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 SIDEWALK SECTIONS


