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10 ROWS OF 38 x 89

WESTERN RED

CEDAR BOARDS
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INSTALL BOND BREAKER

B/T CONC. PILE &

SIDEWALK

500 DIA. CONC. PILE TO

CW3310 3000 DEEP

10M @ 300 C/C

PVC CONDUIT SEE ELECTRICAL

R/W 6-15M VERT. BARS

SIDEWALK INDICATOR STRIP

WASHINGTON KLEIN LIGHT

STANDARD, BASE PLATE &

BOLT PATTERN SEE

ELECTRICAL

4- 19 DIA. x 600 ANCHOR BOLTS

556 DIA. CONC. PILE TO

CW3310 3000 DEEP

R/W 6-15M VERT. BARS

PVC CONDUIT SEE ELECTRICAL

10M @ 300 C/C

SODDING

STITSVILLE LIGHT STANDARD

INCL. BASE PLATE SUPPLIED

BY CITY SEE ELECTRICAL

4- 19 DIA. x 600 ANCHOR BOLTS
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WATER LEVEL INDICATOR

AS SHOWNL3.2
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312 x 140 x 6mm STEEL CAP PAINTED SEE

SPECS.

CONC. PILE CONTRACTOR TO PROVIDE SHOP

DRAWING

CONC. PILE CAP

STEEL BASE PLATE PAINTED & LEVELING

GROUT SEE SPECS.

COMPACTED GRANULAR

FINISHED GRADE

ELECTRICAL CONDUIT (1) FOR EACH SIDE

CARRIAGE BOLTS SIZED TO SUIT APPLICATION

324 x 610 x 6mm THK. C-CHANNEL PAINTED SEE

SPECS.

CARRIAGE BOLTS SIZED TO SUIT APPLICATION

50 TYP.

2- 711 x 305 INFORMATION PANEL. GRAPHIC TO

BE PROVIDED BY CONTRACT ADMINISTRATOR

CARRIAGE BOLTS SIZED TO SUIT APPLICATION

6 THK. C-CHANNEL W/LASER-CUT OPENINGS,

PAINTED SEE SPECS. GRAPHIC TO BE PROVIDED

BY CONTRACT ADMINISTRATOR

W360 x 162 I-BEAM PAINTED SEE SPECS.
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SECTION A-A 1:10

W360 x 162 IBEAM

LIGHT FIXTURE BOTH SIDES SEE ELECTRICAL

6 THK. C-CHANNEL W/LASER-CUT PATTERN
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+
/
-
1
5
0

CONC. PILE CAP

CONC. PILE

STEEL BASE PLATE, LEVELING GROUT & (2) HOLES FOR

CONDUIT SIZED TO SUIT - COORDINATE W/ELECTRICAL

CONTRACTOR

ANCHOR BOLTS SIZED TO SUIT APPLICATION
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523

6 THK. C-CHANNEL W/LASER-CUT PATTERN
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CIP CONC. SIDEWALK

LINE OF BASE PLATE BELOW

COMPACTED GRANULAR

LINE OF BASEPLATE BELOW
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312 x 140 x 6mm STEEL CAP POWDER

COATED FLAT BLACK SEE SPECS.

2 INFORMATION PANELS

324

CARRIAGE BOLT SIZED TO SUIT APPLICATION

NOTES:

1. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR WATER LEVEL INDICATOR INCLUDING FOUNDATION

AND STEEL COMPONENTS. SHOP DRAWINGS TO BE SEALED BY ENGINEER SEE SPECS.

2. FOUNDATION DESIGN BY CONTRACTOR. CONTRACTOR TO SUBMIT SHOP DRAWINGS SEALED BY

ENGINEER.

WOOD, METAL & HARDSCAPE DETAILS
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LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES
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AS NOTED

AS NOTED

28/02/18

JHISSUED FOR UG REVIEW 11/01/18
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