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The demolition drawings show the general scope of the demolition and not exact details or total
extent. For exact details and total extent each service must be carefully checked on site.
Before removing services follow the service through to ensure other areas of the building are
not affected.

2) Whenever existing services or equipment are to be removed, all electrical connections for such
services shall be removed and securely terminated in an approved manner.

3) Whenever it becomes necessary to relocate any electrical services equipment to make possible
installation of the work under this contract, such relocation shall be done by this division
without additional cost to the Contract Administrator.

4) Ensure that all electrical, life safety services, and services for existing equipment, in areas
outside the areas of this work, that are required to remain in service, shall do so.

5) Relocate any electrical feeders or equipment that are required to remain in service, that are
secured to existing walls, floors or ceilings to be demolished or that are buried and required to
be excavated for new work.

6) Remove and replace any electrical equipment on walls or ceilings that will be demolished and
rebuilt.

7) Disconnect and remove existing light fixtures, devices, outlets, CCTV, security devices, etc. which

are not to be reused by the Contract Administrator. Cut back and cap unused raceway and

outlets and remove unused wiring back to panelboard in an approved manner.
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8) Ensure that all existing equipment which is to be reused and/or relocated is thoroughly
inspected and refurbished to ensure correct operation when put back into service and to meet
the requirements of the local authorities having jurisdiction. All existing electrical equipment
which is no longer required shall be removed and disposed of off site.

9) Where a device is shown to be relocated on the drawings, contractor to remove and re—install
device and back box and re—feed the device with new conduit and wire from the nearest
existing accessible junction box.

10) Electrical Contractor is responsible for the patching and re—painting the entire wall where a
device and/or box has been added, removed or relocated.

11) All shutdowns of existing base building systems shall be coordinated with the landlord or his
representative at least 3 working days in advance.

12) Provide all cleanup, lifting, storage, cutting, patching and flashing as required. Remove all
excess debris, material and equipment from site.

13) The existing building must be kept in operation at all times. Assume full responsibility for any
disruption to existing services. Arrange work in such a manner that interruptions in services
occur only at pre—scheduled times.

k"f.

ey

,..x..!p

TS

Smith + Andersen
“—bﬁi 2nd Fioor Winnlpsg Monftioba R3J OKS

5 | RE-ISSUED FOR CONSTRUCTION |2018.10.17
4
3
2

-

REV

EAL

Certificate of Authorization
SMITH + ANDERSEN
No. 5990

ELECTRICAL
DEMOLITION

Interior Reno - Washroom
KILDONAN PARK CLUBHOUSE

2015 Main Street, WPG, MB

Neil Cooper Architect

109374 River Avenue, Winnipeg, Manitoba R3L 0E4

TENDER 1123-2019

ﬂ_..bgu/_!%-al_-ln/n__h ELECTRICAL DEMOLIMON.dwg



krobert1
Typewritten Text
TENDER 1123-2019

krobert1
Typewritten Text

krobert1
Typewritten Text




