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EQUIPMENT LIST
45U 2135mm (84") 4-POST NETWORK CABINET WITH LOCKABLE
DOORS WITH VERTICAL WIRE MANAGEMENT.

2U HORIZONTAL WIRE MANAGEMENT

#6 AWG COPPER GROUND

2U HORIZONTAL VOICE/DATA CABLING PATCH PANEL - 48 PORT

CAT-6 CABLING (FT6/CMP)

COMMUNICATION OUTLET

COMPUTER - (NIC)

TELEPHONE - (NIC)

WORK AREA CORD - CONTRACTOR FURNISHED, OWNER
INSTALLED

TELEPHONE LINE CORD - (NIC)

PATCH CORD - CONTRACTOR FURNISHED, OWNER INSTALLED

1U HORIZONTAL WIRE MANAGEMENT

GROUND LUG C/W MINIMUM #6 AWG GREEN GROUND TO TMGB

TELECOMMUNICATION MAIN GROUNDING BUSS BAR (TMGB).
GROUND BUSS TO EIA/TIA607. 6mm (1/4") THICK BY 101mm (4")
WIDE, MOUNTED ON STANDOFF INSULATORS.

SPACE FOR OWNER FURNISHED AND INSTALLED ACTIVE
EQUIPMENT, PAGING EQUIPMENT, AND CCTV EQUIPMENT.

UPS SUPPLIED BY OWNER
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GENERAL NOTES
 COORDINATE COMPLETE INSTALLATION WITH DOOR HARDWARE CONTRACTOR.
 ELECTRICAL CONTRACTOR TO PROVIDE ALL CONDUIT, CABLING, DOOR CONTACTS,

REQUEST-TO-EXT, CARD READERS AND DOOR CONTROLLERS.

DOOR

WALL MOUNTED JUNCTION
 ON SECURE SIDE OF

DOOR

CARD READER
NON-SECURE SIDE

FLOOR

ELECTRIC STRIKE
(PROVIDED AND INSTALLED

BY DOOR HARDWARE,
WIRED BY ELECTRICAL)

1" EMT FOR ALL THE CABLING
BACK TO DOOR CONTROLLER
IN BASEMENT ELECTRICAL
ROOM

FLOOR

0.5" EMT FOR (1) 24-4 AWG

0.5" EMT FOR (1) 18-4 AWG

TYPICAL SINGLE DOOR

0.75" EMT FOR (1) 22-6 AWG
DOOR CONTACT

0.5" EMT FOR (1) 22-4 AWG

REQUEST-TO-EXIT (SECURE
SIDE OF DOOR)

SECURED DOOR ROUGH-IN DETAIL
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2
(TYP)

7
(TYP)

6

5
(TYP)

MD

DC

LOCATED IN
ELECTRICAL ROOM
BASEMENT

GENERAL NOTES

 ALL WIRING SHALL BE RUN IN CONDUIT UNLESS NOTED OTHERWISE. UTILIZE J-HOOKS
IN ACCESSIBLE CEILING SPACE ONLY.

 DAISY CHAINING OF DEVICES NOT PERMITTED.

 ALL WIRING SHALL BE FT6 RATED.

INTRUSION ALARM EQUIPMENT LIST

CONTROL PANEL

MOTION DETECTOR - (SHORT AND LONG RANGE)

ALARM SIREN

KEYPAD

22 AWG 4/C NON-SHIELDED (TYPICAL ALL DEVICES UNLESS NOTED OTHERWISE)

1

3

4

5

7

PROVIDE ANALOG VOICE LINE.

INPUT FROM DDC
COMMON TROUBLE

1

1. PROVIDE ALL WIRING AND PATHWAY AS REQUIRED FROM DDC ALARM PANEL. COORDINATE
REQUIREMENTS WITH MECHANICAL CONTRACTOR TO ENSURE ALARM PANELS ARE C/W REQUIRED
INPUTS/OUTPUTS.

2. PROVIDE DATA CONNECTION FOR INTRUSION PANEL.

KEY NOTES #

INTRUSION SYSTEM

2

6

2

INPUT FROM FIRE
ALARM PANEL

DOOR CONTACT

INTRUSION
ALARM
PANEL
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