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PART E – SPECIFICATIONS 

Revise E14.6 to Read 

E14.6: Crushed Limestone Materials 

E14.6.1  Description 
(a) Crushed limestone base material shall be supplied and installed in accordance with CW 3110 and as 

per the Drawings and SCD-646. 

E14.6.2 Materials  
(a) 150 mm layer 50 mm (2”) down crushed limestone (per SCD 646).  
(b) 50mm layer 20mm (3/4”) down crushed limestone (per SCD 646). 
(c) 25 mm layer 6mm (1/4”) down crushed limestone (per SCD 646). 
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216-2019 ADDENDUM 2  

COLLEGIATE PARK PLAYGROUND REDEVELOPMENT  

 ISSUED: 03/14/2019  
BY: Ian Macdonald  

URGENT 
PLEASE FORWARD THIS DOCUMENT TO 
WHOEVER IS IN POSSESSION OF THE 
REQUEST FOR PROPOSAL 
 

TELEPHONE NO.  204 - 451-3069 
 
THIS ADDENDUM SHALL BE INCORPORATED 
INTO THE REQUEST FOR PROPOSAL AND 
SHALL FORM A PART OF THE CONTRACT 
DOCUMENTS 
Template Version: Ar20160708 

 
 Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 

in connection with the Request for Proposal, and be governed accordingly.  Failure to acknowledge receipt of this 
Addendum in Paragraph 9 of Form A: Proposal may render your Proposal non-responsive. 
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