
U/S OF SOFFIT

ELEV. 103000

U/S OF TRUSS

ELEV. 103600

PREFINISHED METAL DRIP FLASHING (TYP.)

ROD AND CAULK BOTH SIDES ALL AROUND (TYP.)

CONTINUOUS BEAD OF 
COMPATIBLE MASTIC - TYPICAL 
AT ALL LAPS IN MEMBRANES

THRU WALL MEMBRANE OVERLAP STEEL 
FLASHING AND ONTO WALL 150 mm MIN.

2 LAYERS OF 19 mm PRESSURE TREATED 
PLYWOOD SECURED TO 38 x 89 mm 
WOOD FRAMING (TYP.)

ANODIZED ALUMINUM CURTAIN WALL FRAMING 
C/W TRIPLE PANE INSULATED GLAZING (TYP.)

LAP AIR/VAPOUR BARRIER 
MEMBRANE INTO OPENING 
AND SEAL WITH SPRAY 
FOAM INSULATION (TYP.)

CONT. 20 Ga. GALVANIZED STEEL TIE-IN 
SET INTO SILICONE FRAME. PROVIDE 
AIR/VAPOUR BARRIER MEMBRANE OVER AND 
LAP 150 mm MIN. ONTO WALL MEMBRANE -
TYPICAL AROUND ALL OPENINGS

CONTINUOUS CAULK (TYP.)

16 mm GYPSUM BOARD
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Bill and Helen Norrie Library

Addendum No. 01

15 Poseidon Bay, Winnipeg, MB.
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VESTIBULE CURTIAN WALL HEAD


