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WEATHERING STEEL PANEL 
(11 Ga.) 
C/W EXPOSED 
COUNTERSUNK FASTENERS 
ON PAINTED MDF BACKING -
REFER TO DETAIL AP7.5

6

EXTERIOR WALL 
CONSTRUCTION - TYPE 2

CONTINUOUS BEAD OF 
COMPATIBLE MASTIC - TYP. 
AT ALL LAPS IN MEMBRANES

THRU WALL MEMBRANE 
OVERLAP STEEL FLASHING 
AND ONTO WALL 150 mm MIN.

2 LAYERS OF 19 mm 
PRESSURE TREATED 
PLYWOOD (TYP.)

PRESSURE TREATED 
BLOCKING AS REQUIRED -
REFER TO MANUFACTURERS 
INSTALLATION INSTRUCTIONS.

PREFINISHED METAL 
DRIP FLASHING (TYP.)

LAP AIR/VAPOUR 
BARRIER MEMBRANE 
INTO OPENING  (TYP.)

6mm SPACE AND SHIM BETWEEN 
INDOOR / OUTDOOR LINEAR KIT AND 
SUB FRAME. CONFIRM WITH 
FIREPLACE MANUFACTURERS 
INSTALLATION INSTRUCTIONS.

INDOOR / OUTDOOR LINEAR KIT -
REFER TO MANUFACTURERS 
INSTALLATION INSTRUCTIONS.

8" VENTING PIPE - REFER  TO 
FIREPLACE INSERT 
MANUFACTURERS INSTALLATION 
INSTRUCTIONS (TYP.)

FIREPLACE - REFER TO 
MANUFACTURERS 
INSTALLATION INSTURCTIONS.

AIR SPACE 38mm MIN. CONFIRM 
WITH FIREPLACE 
MANUFACTURERS 
INSTALLATION INSTRUCTIONS.

COORDINATE WALL FRAMING 
WITH FIREPLACE VENT. REFER 
TO FIREPLACE INSERT 
MANUFACTURERS 
INSTALLATION INSTRUCTIONS
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CONTINUOUS BEAD OF 
COMPATIBLE MASTIC

SCALE  1 : 5

FIREPLACE INSERT DETAIL
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