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WEATHERING STEEL 
PANEL C/W EXPOSED 
FASTENERS ON PAINTED 
MDF BACKING 
- REFER TO DETAIL AP7.5

EXTERIOR WALL 
CONSTRUCTION - TYPE 2

PRESSURE TREATED BLOCKING 
AS REQUIRED - REFER TO 
MANUFACTURERS INSTALLATION 
INSTRUCTIONS (TYP.)

PREFINISHED METAL 
DRIP FLASHING (TYP.)

LAP AIR/VAPOUR 
BARRIER MEMBRANE 
INTO OPENING

2 LAYERS OF 19 mm 
PRESSURE TREATED 
PLYWOOD (TYP.)

PREFINISHED METAL 
DRIP FLASHING (TYP.)

STRIP OF SELF ADHESIVE 
MEMBRANE - LAP 150 mm MIN. 
OVER WALL MEMBRANE (TYP.)

CONTINUOUS BEAD OF 
COMPATIBLE MASTIC - TYP. 
AT ALL LAPS IN MEMBRANES

9
0
 ±

STANDOFFS AS PER FIREPLACE 
INDOOR OUTDOOR KIT INSTALLATION 
INSTRUCTIONS

INDOOR / OUTDOOR LINEAR KIT -
REFER TO MANUFACTURERS 
INSTALLATION INSTRUCTIONS FIREPLACE - REFER TO 

MANUFACTURERS 
INSTALLATION 
INSTURCTIONS.

PREFINISHED METAL 
FLASHING

LAP STRIP OF SELF 
ADHESIVE MEMBRANE 
OVER FLASHING  

PRESSURE TREATED CRIPPLE 
STUDS TO FRAME BELOW INDOOR 
/ OUTDOOR LINEAR KIT - REFER 
TO FIREPLACE MANUFACTURERS 
INSTALLATION INSTRUCTIONS
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