
T.O. MAIN FLOOR

ELEV. 100000

3

ANODIZED ALUMINUM 
CURTAIN WALL FRAMING 
- VERTICAL MULLION (TYP.)

WOOD PORCH 
- REFER TO LANDSCAPE

375

H.S.S. COLUMN (PTD.) 
- REFER TO STRUCT.

GRADE BEAM CONSTRUCTION 
- BELOW GRADE

100 Ø PERFORATED WEEPING TILE WRAPPED 
WITH FILTER CLOTH WITH MIN. 150 mm CLEAN 
GRAVEL ALL AROUND ON COMPACTED BASE

ANGLE BOTTOM OF INSULATION 
TO PREVENT SOIL UPLIFT (TYP.)

TYP. FLOOR CONSTRUCTION 

50 mm x 1220 mm RIGID INSULATION
CONTINUOUS AROUND PERIMETER

4-SIDED PREFINISHED STEEL 
DOWNSPOUT C/W MATCHING 
BRACKETS SECURED TO VERTICAL 
MULLION AS REQUIRED (TYP. OF 2)

CONCEALED CONCRETE SPLASHPAD

CONCRETE PILASTER
- REFER TO STRUCT.

PILE CAP
- REFER TO STRUCT.

VOID FORM
- REFER TO STRUCT.

OUTDOOR POWER PEDESTAL
- REFER TO ELECT. AND LANDSCAPE
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Bill and Helen Norrie Library

Addendum No. 01

15 Poseidon Bay, Winnipeg, MB.
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SCALE  1 : 20

SECTION THRU DOWNSPOUT AT PORCH


