
SURFACE MOUNT LIGHT 
FIXTURE REFER TO ELECT.

U/S GB BULKHEAD

103 000

LWCS AS SPECIFIED MECHANICALLY 
FASTENED THROUGH REVEAL JOINTS 
(BLACK FASTENERS, TOUCH-UP PAINT 
AS REQUIRED, TYP.)

LWCS AS SPECIFIED ON 
SUSPENSION SYSTEM

WOOD WALL SYSTEM (WWS) 
MECHANICALLY FASTENED THROUGH 
REVEAL JOINTS (BLACK FASTENERS, 
TOUCH-UP PAINT AS REQUIRED, TYP.)

LINE OF ROOF DECK ABOVE

WALL CONSTRUCTION AS 
INDICATED ON PLANS - PROVIDE 
BLOCKING AS REQUIRED FOR 
VERTICALLY APPLIED LWCS

92 mm STEEL STUDS

325 ±

STRUCTURAL STEEL STUD BOX BEAM 
TO RUN CONT. BELOW DIFFUSER

WIDTH TO MATCH WOOD PLANKS
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19 mm REVEAL ANGLED TO MATCH 
ROOF SLOPE (PTD.)

38 mm x 32 ± mm SOLID TOP TRIM 
ANGLED TO MATCH ROOF SLOPE 
- COLOUR AND SPECIES TO MATCH LWCS

LINE OF FELT BACKER
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32 ±

SOLID HARDWOOD BLOCKING 
PAINTED BLACK (TYP.)

ALIGN (TYP.)

19mm MDF TOP OF CONT. SURFACE 
MOUNTED LIGHT FIXTURE (PAINTED BLACK) 
COORDINATE WITH ELECTRICAL

LINE OF FELT BACKER

SOLID HARDWOOD TRIM 
(THICKNESS TBD) 4-SIDES OF 
LIGHT FIXTURE - COLOUR AND 
SPECIES TO MATCH LWCS

19

PLANK

FULL19

CONFIRM WIDTH OF FIXTURE 
PRIOR TO FABRICATION (TYP.)

SOLID HARDWOOD BLOCKING 
(PAINTED BLACK)

LINEAR SUPPLY DIFFUSER 
- REFER TO MECHANICAL

19 mm SOLID HARDWOOD 
BLOCKING - COLOUR AND 
SPECIES TO MATCH LWCS
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Bill and Helen Norrie Library

Addendum No. 01

15 Poseidon Bay, Winnipeg, MB.

SCALE  1 : 10

LWCS CEILING & FEATURE WALL


