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PROVIDE CONTINUOUS 
INSULATION (THICKNESS TO 
SUIT - PERIMETER OF CLOUMN) 
TO MAINTIAN REQUIRED SOUND 
SEPERATION (TYP.)

H.S.S. COLUMN 
- REFER TO STRUCT.

PREFINISHED STEEL DOWNSPOUT 
AND CONCRETE SPLASHPAD
- SEE A2.1  FOR LOCATIONS (TYP.)

PRESSURE TREATED PLYWOOD BLOCKING ON 
150 mm GALVANIZED STEEL SUB-GIRTS (TYP.)

WALL CONSTRUCTION AS 
INDICATED ON PLANS

M

200

H.S.S. COLUMN 
- REFER TO STRUCT.

PREFINISHED STEEL DOWNSPOUT 
AND CONCRETE SPLASHPAD
- SEE A2.1  FOR LOCATIONS (TYP.)

PRESSURE TREATED PLYWOOD BLOCKING ON 
150 mm GALVANIZED STEEL SUB-GIRTS (TYP.)

WEATHERING STEEL WINDOW SURROUND

PROVIDE CONTINUOUS INSULATION (WITHIN 
EXTERIOR STUD CAVITY) TO MAINTIAN 
REQUIRED SOUND SEPERATION (TYP.)

1
5
0

INTERIOR ALUMINUM 
STOREFRONT FRAMING

SOLID WOOD BLOCKING (TYP.)CONTINUOUS ROD 
AND CAULK (TYP.) 

EXTERIOR WALL 
CONSTRUCTION - TYPE 1

P

375 1450 225 ±

19 mm HORIZONTAL WOOD SOFFIT BOARDS 
19 mm x 38 mm VERTICAL WOOD STRAPPING

@ 400 mm O.C. MAX.
INSECT SCREEN
150 mm RIGID INSULATION (RSI-5.22 MIN.)
150 mm HORIZONTAL STEEL SUB-FRAMING THERMAL CLIP 

SPACER SYSTEM @ 600 mm O.C.
AIR/VAPOUR BARRIER MEMBRANE
13 mm FIBERGLASS FACED GYPSUM BOARD
152 mm STEEL STUDS @ 400 mm O.C.
AIR SPACE
152 mm STEEL STUDS @ 400 mm O.C.
13 mm FIBERGLASS FACED GYPSUM BOARD
AIR/VAPOUR BARRIER MEMBRANE
150 mm RIGID INSULATION (RSI-5.22 MIN.)
150 mm HORIZONTAL STEEL SUB-FRAMING THERMAL CLIP 

SPACER SYSTEM @ 600 mm O.C.
BUILDING PAPER
22 mm GALV. STEEL FURRING CHANNELS (HORIZONTAL)

SPACED ACCORDING TO MANUFACTURER'S INSTALLATION INSTRUCTIONS
PREFINISHED STEEL TILES

(4-SIDED, 24 Ga. C/W CONCEALED FASTENERS)

PREFINISHED METAL TRIM (TYP.)

ANODIZED ALUMINUM 
CURTAIN WALL FRAMING 
C/W TRIPLE PANE 
INSULATED GLAZING (TYP.)16 mm GYPSUM BOARD (PTD.) ON

152 mm STEEL STUDS @ 400 mm O.C. 
WITH 152 mm ACOUSTIC INSULATION

1
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5

EXTERIOR WALL 
CONSTRUCTION - TYPE 1

H.S.S. COLUMN - REFER TO STRUCT.

EXTERIOR WALL 
CONSTRUCTION - TYPE 1

ARCHITECTURAL FINISH 
CIP CONCRETE WALL 
- REFER TO STRUCT.

INTERIOR ALUMINUM STOREFRONT FRAMING

SOLID WOOD BLOCKING (TYP.)

WALL CONSTRUCTION AS 
INDICATED ON PLANS (TYP.)

19 mm WOOD VENEER PANEL (WVP) 
C/W MATCHING WOOD VENEER EDGES 
ON 6 mm ALUMINUM Z-CLIPS (TYP.)

BENT (8 Ga.)  STEEL PLATE (PTD.) 
MITRE & WELD ALL JOINTS (TYP.)

P

3

5501000

5
5
0

FIREPLACE INSERT AS SPECIFIED - PROVIDE ROUGH OPENING AS 
PER MANUFACTURERS INSTRUCTIONS. FINAL LOCATION TO BE 
CONFIRMED WITH CONSULTANT PRIOR TO INSTALLATION (TYP.)

EXTERIOR WALL CONSTRUCTION - TYPE 2

1020

3
7
5

3
3
5

4
0

H.S.S. COLUMN 
- REFER TO STRUCT. (TYP.)

WEATHERED STEEL (11 Ga.) PANEL OVER 6 mm MDF SUBSTRATE (PTD.) 
C/W COUNTERSUNK FLAT HEAD FASTERS (COLOUR TO MATCH FINISH)
REFER TO DETAIL AP7.5

1
2

6

J

3

ANODIZED ALUMINUM CURTAIN 
WALL FRAMING C/W TRIPLE 
PANE INSULATED GLAZING (TYP.)

OUTDOOR POWER PEDESTAL
- REFER TO ELECT. AND LANDSCAPE

PREFINISHED STEEL PAINTED TO 
MATCH DOWNSPOUT (MISC METALS)

150 x 150 mm PREFINISHED 
STEEL DOWNSPOUT (TYP.)

H.S.S. COLUMN (PTD.)
- REFER TO STRUCT. (TYP.)

EQ. EQ.

2 LAYERS OF 19 mm PRESSURE 
TREATED PLYWOOD (TYP.)

16 mm GYPSUM BOARD JAMB 
RETURN FLUSH WITH FRAME (TYP.)

CONTINUOUS ROD AND CAULK (TYP.)

LAP AIR/VAPOUR BARRIER MEMBRANE 
INTO OPENING AND SEAL WITH SPRAY 
FOAM INSULATION (TYP.)

CONT. 20 Ga. GALVANIZED STEEL TIE-IN 
SET INTO SILICONE FRAME
PROVIDE AIR/VAPOUR BARRIER MEMBRANE OVER 
AND LAP 150 mm MIN. ONTO WALL MEMBRANE
- TYPICAL AROUND ALL OPENINGS

GALVANIZED SUPPORT ANGLE ALL SIDES OF CURTAIN WALL 
FRAMING AT WEATHERING STEEL WINDOW SURROUND

ANODIZED ALUMINUM CURTAIN WALL FRAMING 
C/W TRIPLE PANE INSULATED GLAZING (TYP.)

CONTINUOUS ROD AND CAULK (TYP.)
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