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SHAW SHAW

S-MH 60006902
RIM=232.57±
INV=229.47±

ABANDON EX.
CB LEAD

REMOVE
EX. CB

S-MH 60006901
RIM=232.85±
INV=225.00±

S-MH 60004420
RIM=232.70
INV=225.05

ABANDON EX.
CB LEAD

REMOVE
EX. CB

250 PVC WM

INSTALL 15.0m - 250Ø PVC
SEWER SERVICE @10.5%
CONNECT TO EX. 300
CONC LDS INV 229.47±

12.0m x 150Ø SUBDRAINS
c/w PLUGGED ENDS

1+036.569 O/S 0.7m INSTALL 1500 DP CB (SD-024) c/w
STANDARD FRAME (AP-006) AND STANDARD GRATED
COVER (AP-008) RIM ELEV. 232.392, 150 E&W INV
231.127, 250 N INV 231.042, BOT ELEV 230.442 INSTALL
WATERMAIN INSULATION AS PER E-20

INSTALL 10.5m - 250Ø PVC
SEWER SERVICE @15.3%
CONNECT TO EX. 250 VC
CS INV 229.55±

1+051.693 O/S 0.7m INSTALL 1500 DP CB (SD-024) c/w
STANDARD FRAME (AP-006) AND STANDARD GRATED
COVER (AP-008) RIM ELEV. 232.511, 150 E&W INV
231.246, 250 N INV 231.161, BOT ELEV 230.561 INSTALL
WATERMAIN INSULATION AS PER E-20

18.0m x 150Ø
SUBDRAINS c/w
PLUGGED ENDS
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S-MH 60006893
RIM=232.83±
INV=229.55±

ABANDON EX.
CB LEAD

REMOVE
EX. CB

S-MH 60006894
RIM=233.00
INV=229.85

250 AC WM

1+257.960 O/S 0.7m INSTALL 1500 DP CB (SD-024) c/w
STANDARD FRAME (AP-006) AND STANDARD GRATED
COVER (AP-008) RIM ELEV. 232.629, 150 E&W INV
231.364, 250 N INV 231.279, BOT ELEV 230.679 INSTALL
WATERMAIN INSULATION AS PER E-20

12.0m x 150Ø SUBDRAINS
c/w PLUGGED ENDS

INSTALL 14.5m - 250Ø PVC
SEWER SERVICE @11.9%
CONNECT TO EX. 250 VC
CS INV 229.55±
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UNDERGROUND STRUCTURES
LOCATION APPROVED

BEFORE  PROCEEDING  WITH  CONSTRUCTION.
OBTAINED  FROM  THE  INDIVIDUAL  UTILITIES
LOCATION  OF  ALL  SERVICES  MUST  BE
CONFIRMATION  OF  EXISTENCE  AND  EXACT
THAT  THE  GIVEN  LOCATIONS  ARE  EXACT.
THAT  ALL  EXISTING  UTILITIES  ARE  SHOWN  OR
AVAILABLE  BUT  NO  GUARANTEE  IS  GIVEN
SHOWN  ARE  BASED  ON  THE  BEST  INFORMATION
LOCATION  OF  UNDERGROUND  STRUCTURES  AS

COMMITTEE
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UNDERGROUND INFRASTRUCTURE

WATERLOO STREET TO STAFFORD STREET
CORYDON AVENUE

24

P-3524-24U-101
 PROPOSEDEXISTING LEGEND-PLAN EXISTING

WASTE WATER SEWER
LAND DRAINAGE SEWER

250 WWS

300 LDS

CURB INLET/CATCH PIT

CULVERT
GAS

CATCH BASIN
MANHOLE

150 WM WATERMAIN
HYDRANT

VALVE

250 WWS

300 LDS

(31.334)

150 WM

LEGEND-PROFILEEXISTINGLEGEND-PLAN PROPOSED

32.231

SURVEY BAR
PROPERTY LINE

DITCH
ELEVATION

SIDEWALK
ASPHALT

HYDRO

CONCRETE
M.T.S.

PROPOSED
SIDEWALK RAMP
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TRANSIT STOP
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ALL LONG SIDE WATER SERVICES
WITHIN THE LIMITS OF THE
RECONSTRUCTION SHALL BE
INSULATED AS PER SPEC E-19

PLAN:

NOTES:
1. ADJUST MANHOLE RIMS AND GATE VALVES TO NEW GRADES.
2. CONTRACTORS TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.
3. CB OFFSETS ARE DIMENSIONS FROM CB CENTER TO B.O.C.
4. ALL NEW SEWER SERVICE PIPE TO BE TRENCHLESS INSTALLATION.
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