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SUPPLY AND INSTALL BLUE HOLLAND PAVERS

CONCRETE SIDEWALK WITH BLOCK OUT
FOR UNIT PAVERS

REINSTALL BUS STOP FLAG AND ELITE POST BY OTHERS.
CONTRACTOR TO INSTALL BOLTS AND METAL BASE.

450x450x1220mm CONCRETE BASE

4 - HOLLAND SQUARE PAVERS IN CENTRE WITH HOLLAND
PAVER AROUND. ALL NATURAL COLOUR.

BACK OF CURB

ELITE POST METAL BASE. CONTRACTOR TO INSTALL
ON CONCRETE BASE. ENSURE POST IS PLUMB AND
FLUSH TO BASE.

CONCRETE SIDEWALK WITH BLOCK OUT
FOR UNIT PAVERS

BLUE HOLLAND PAVER ON 13mm DEPTH SAND SETTING BED.

GRANULAR LEVELING COURSE (50mm MIN.)

COMPACTED OR UNDISTURBED SUBGRADE
COMPACTED AS PER SPECIFICATION

CONCRETE BASE, 450x450x1220 DEEP CONC PILE, R/W
4-15M VERT.
4-10M TIES, 25MPa CONCRETE TYPE 50 CEMENT.
INSTALL BOLTS IN BASE.
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DIRECTION OF TRAFFIC

355

25.4mm DIAM. PVC CONDUIT PIPE FOR #40 AWG WIRING

BUFFALO BOARD ISOLATION ALL SIDES
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EXISTING SIDEWALK TO REMAIN DURING STAGING (1.2m WIDE)

FULL DEPTH SAW-CUT

HAND PLACE ASPHALT LIP CURB

REMOVE BOULEVARD OR EXISTING SIDEWALK

REMOVE CURB AND PAVEMENT

BREAK AS REQUIRED

FULL DEPTH SAW-CUT

SUB-BASE AND BASE TO BE EXCAVATED
AND REVISED UNDER SIDEWALK IN LATER STAGES

GEOTEXTILE TO LINE EXCAVATION

75mm - TYPE 1A ASPHALT
100mm - 20mm BASE COURSE

225mm - 50mm SUB-BASE
WOVEN GEOTEXTILE

NORTH PROPERTY LINE

290+/-

2019-2023 STAFFORD/TAYLOR/CORYDON
TENDER 1
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REVISIONSNO.

SUPV. U/G STRUCTURES

UNDERGROUND STRUCTURES
LOCATION APPROVED

BEFORE  PROCEEDING  WITH  CONSTRUCTION.
OBTAINED  FROM  THE  INDIVIDUAL  UTILITIES
LOCATION  OF  ALL  SERVICES  MUST  BE
CONFIRMATION  OF  EXISTENCE  AND  EXACT
THAT  THE  GIVEN  LOCATIONS  ARE  EXACT.
THAT  ALL  EXISTING  UTILITIES  ARE  SHOWN  OR
AVAILABLE  BUT  NO  GUARANTEE  IS  GIVEN
SHOWN  ARE  BASED  ON  THE  BEST  INFORMATION
LOCATION  OF  UNDERGROUND  STRUCTURES  AS

COMMITTEE
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MISCELLANEOUS SECTIONS & DETAILS
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P-3525-44C-502
 PROPOSEDEXISTING LEGEND-PLAN EXISTING

WASTE WATER SEWER
LAND DRAINAGE SEWER

250 WWS

300 LDS

CURB INLET/CATCH PIT

CULVERT
GAS

CATCH BASIN
MANHOLE

150 WM WATERMAIN
HYDRANT

VALVE

250 WWS

300 LDS

(31.334)

150 WM

LEGEND-PROFILEEXISTINGLEGEND-PLAN PROPOSED

32.231

SURVEY BAR
PROPERTY LINE

DITCH
ELEVATION

SIDEWALK
ASPHALT

HYDRO

CONCRETE
M.T.S.

PROPOSED
SIDEWALK RAMP

MILL JOINT

TRANSIT STOP

Stantec Consulting Ltd.
Certificate of Authorization

No. 1301

MANITOBA

GEOSCIENTISTS

ENGINEERS

7
-

TAYLOR AVENUE PATHWAY CURB RAMP DETAIL
1:50

53 / 932

8
-

BUS STOP FLAG BASE CORYDON & CAMBRIDGE STOP # 60692 & UNIT PAVER INSERT
1:15

9
-

OUTFRONT MEDIA SHELTER BASE CORYDON AVENUE & CAMBRIDGE STREET STOP#60692
1:20
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