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PART E – SPECIFICATIONS 

Revise: E13.9 (c) Longitudinal bars are to be deformed. 

Revise: E16.3.1 300mm long 10M smooth, epoxy coated steel dowels, 400 MPa yield strength 

DRAWINGS 

Replace: 726-2019 Drawing P-3525-43-R0 with 726-2019 Addendum 2-Drawing P-3525-43-R1

Corporate Finance Department 

Materials Management Division 726-2019 ADDENDUM 2

2019-2023 STAFFORD/TAYLOR/CORYDON PAVEMENT RENEWALS – 
TENDER 1 2020-2021  

ISSUED: March 10, 2020 
BY: Scott Suderman, C.E.T., P.Eng. 

URGENT 

PLEASE FORWARD THIS DOCUMENT TO 
WHOEVER IS IN POSSESSION OF THE 
TENDER 

TELEPHONE NO.  204 478-8969 

THIS ADDENDUM SHALL BE INCORPORATED 
INTO THE TENDER AND SHALL FORM A PART 
OF THE CONTRACT DOCUMENTS 
Template Version: A20190115 

Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 
in connection with the Tender, and be governed accordingly.  Failure to acknowledge receipt of this Addendum in 
Paragraph 10 of Form A: Bid may render your Bid non-responsive. 


