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DUCT HEATER SCHEDULE

TAG
WIDTH HEIGHT

SERVES
ELECTRICAL RATINGS AIR FLOW

(CFM)
TEMP SET POINT ACCEPTABLE PRODUCTS

NOTESmm IN mm IN VOLTS PHASE KW C F MANUFACTURER MODEL
HCE-L60 450 18 450 18 SF-L60 600 3 25 960 10 50 EH PRICE DF CI00H 1,2

NOTES:
1. PROVIDE WITH SCR CONTROLLER, ADJUSTABLE AIRFLOW SWITCH, MAGNETIC CONTACTOR, CONTROL FUSE, DISCONNECT SWITCH.
2. C/W TRANSFORMER, DUCT THERMOSTAT, PILOT LIGHT AND AUTOMATIC LIMIT SWITCH FOR OVER TEMPERATURE PROTECTION.

FAN SCHEDULE

TAG MANUFACTURER MODEL
AIR FLOW

(CFM)
ESP

(IN. W.G.)
MOTOR

(HP)
MOTOR

RPM
SOUND
LEVEL

POWER
NOTESVOLTS PHASE

SF-L60 GREENHECK SQ-130-VG 980 1 3/4 1725 42 dBA 208 1 1,2,3,4
NOTES:
1. C/W 1" THICK INSULATION ALUMINUM HOUSING. INTERLOCK WITH MAIN FLOOR LIGHT SWITCH.
2. C/W VARI GREEN SPEED CONTROL DIAL.
3. C/W HANGING RODS AND VIBRATION ISOLATORS.
4. PROVIDE DUCT MOUNTED AIR FLOW SWITCH FOR MONITORING OF FAN OPERATION, WIRING TO RTU BY ELECTRICAL.

ELECTRIC UNIT HEATER SCHEDULE

TAG MANUFACTURER MODEL
AIR FLOW HEATING OUTPUT TEMP SET POINT MOTOR

(HP)
MOTOR

RPM
POWER

NOTESL/S CFM KW MBH C F VOLTS PHASE
UH-L60-1 OUELLET OAS02036 240.7 510 2 6.8 15.6 60 1/30 1550 600 3 1
UH-L60-2 OUELLET OAS02036 240.7 510 2 6.8 15.6 60 1/30 1550 600 3 1
UH-L60-3 OUELLET OAS02036 240.7 510 2 6.8 15.6 60 1/30 1550 600 3 1
UH-L60-4 OUELLET OAS02036 240.7 510 2 6.8 15.6 60 1/30 1550 600 3 1
UH-L60-5 OUELLET OAS02036 240.7 510 2 6.8 15.6 60 1/30 1550 600 3 1

NOTES:
1. C/W BUILT-IN THERMOSTAT AND MOUNTING BRACKETS.

GRILLE SCHEDULE (BASED ON E.H. PRICE)

TAG MODEL REMARKS
GR-L60-1 620DAL / SDF / S / B2 1. REFER TO DRAWING FOR GRILLE SIZE.
GR-L60-2 620DAL / SDF / S / B2 2. ALUMINUM CONSTRUCTION C/W DAMPER AND SPIRAL DUCT FRAME.

ACCESSORIES: BP BLANK-OFF PANELS FF FLANGED FRAME SA  STRAP FASTENERS SB  SECURITY BARS
BS BIRDSCREEN CA CLIP/CONTINUOUS ANGLE JB  JAMB FASTENERS GA  GLAZING ADAPTER

TYPE: I INTAKE R RELIEF E   EXHAUST IS   INSECT SCREEN

NOTES:
1. HEAVY GAUGE EXTRUDED ALUMINUM WITH DRAINABLE HEAD MEMBER AND HORIZONTAL RAIN RESISTANT BLADES. KYNAR 70% (2 COAT) FINISH.
2. CONFIRM LOUVRE COLOUR WITH ARCHITECT PRIOR TO ORDERING

LOUVRE SCHEDULE

TAG LOCATION SERVES

DIMENSIONS
AIR FLOW

(CFM)

AIR PRESSURE
DROP

(IN.W.C) ACCESSORIES ACCEPTABLE PRODUCT NOTES
WIDTH HEIGHT DEPTH

mm in mm in mm in
LV-L60 MAIN FLOOR SF-L60 610 24 610 24 178 7 980 0.13 BS,FF GREENHECK EHH-701, INTAKE 1,2

BACKFLOW PREVENTER

WATTS LF009M2-QT-909-AGC-LEAD FREE REDUCED PRESSURE ZONE ASSEMBLY.

POINT OF USE BACKFLOW PREVENTER

WATTS 9DM2 19mm DUAL CHECK VALVE WITH INTERMEDIATE ATMOSPHERIC VENT. BRASS BODY CONSTRUCTION, STAINLESS
STEEL INTERNAL PARTS, TIGHT SEATING RUBBER CHECK VALVE ASSEMBLIES.

HOSE BIBB

WATTS SC8-3 HYDRANT CAST BRASS HOSE BIBB, WATTS MODEL 8B TAMPER-PROOF VACUUM BREAKER WITH BREAK-
AWAY SCREW, 13mm REGULAR PATTERN, DUAL SWEAT CONNECTION WITH CAST IRON HAND WHEEL, CAST BRASS,
ADJUSTABLE PACKING NUT CARTRIDGE.

SOLENOID VALVE (SEAL WATER SYSTEM)

ASCO SERIES 8210 2-WAY VALVE, 304 STAINLESS STEEL BODY, 9mm NPT, PTFE SEALS AND DISCS, 302 STAINLESS
STEEL SPRING, 120 VOLTS AC. SUPPLIED BY OWNER.

MOTORIZED DAMPER: MD-L60-1 & MC-L60-2

TAMCO SERIES 9000BF THERMALLY BROKEN FRAME THERMALLY INSULATED DAMPER, OPPOSED BLADE ACTION DAMPER,
DESIGNED FOR OPERATION IN TEMPERATURES RANGING FROM -40C TO 100C, BLADE AND FRAME SEALS ARE EXTRUDED
SILICONE FOR REDUCED AIR LEAKAGE AT COLDER TEMPERATURES, C/W BELIMO LF24-SR US DAMPER ACTUATOR
MODULATING SPRING RETURN, 24VAC/DC, FOR 2 TO 10VDC CONTROL SIGNAL.

SUMP PUMP: SPD-L55-1, SPD-L55-2, & SPD-L55-3

ZOELLER PUMP COMPANY #BE266,
LIGHT COMMERCIAL DUTY, AUTOMATIC OPERATION, POWDER EPOXY COATED FINISH, 2" (51 MM) SPHERICAL SOLIDS
HANDLING, CLASS B INSULATION, CAST IRON PUMP HOUSING, CAST IRON MOTOR HOUSING, SPLIT PHASE,
ELECTRICAL, MOTOR TYPE, 1/2 HP MOTOR, 230 VOLT, 60 HZ, 1750 RPM, AISI 1215 COLD ROLLED STEEL MOTOR
SHAFT, AUTO RESET THERMAL OVERLOAD, MAXIMUM OPERATING TEMPERATURE, STATOR TEMPERATURE, ENGINEERED
PLASTIC WITH METAL INSERT IMPELLER, 6.6M (21.65 FEET) MAXIMUM HEAD, 127.9 GPM (484 LPM) MAXIMUM FLOW
RATE, SINGLE CARBON AND CERAMIC MECHANICAL SEAL, SLEEVE UPPER BEARING, SLEEVE LOWER BEARING, OIL
FILLED COOLING, ENGINEERED PLASTIC BASE. UL LISTED, 3-WIRE NEOPRENE CORD AND PLUG, 15' (4.6 M) POWER
CORD LENGTH, NEOPRENE GASKET, STAINLESS STEEL HARDWARE, CAST IRON CAP. FLOAT-OPERATED, 2-POLE
MECHANICAL SWITCH, STAINLESS STEEL FLOAT GUARD, STAINLESS STEEL SWITCH ARM AND A SOLID BUOYANT
POLYPROPYLENE FLOAT. SINGLE PIGGYBACK VARIABLE FLOAT SWITCH.

SCALE:SCALE: NOT TO SCALE
WATER SUPPLY SCHEMATIC DIAGRAM

SCALE:SCALE: NOT TO SCALE
SEAL WATER SOLENOID VALVES ARRANGEMENT

SCALE:SCALE: NOT TO SCALE
ELBOW WITH TURNING VANES

SCALE:SCALE: NOT TO SCALE
WATER SUPPLY CONNECTION FOR DP LEVEL MEASUREMENT SYSTEM
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AIR CONDITIONING UNIT SCHEDULE

TAG LOCATION
RATED COOLING CAPACITY

RATED HEATING
CAPACITY POWER ACCEPTABLE PRODUCTS

NOTESKW MBH SEER KW MBH VOLTS PHASE MCA MANUFACTURER MODEL
AC-L60 ENTRANCE LEVEL 5.3 18.0 21.5 6.3 21.6 208 1 1 LG LSN180HSV5 1,2
CU-L60 OUTSIDE 5.3 18.0 21.5 6.3 21.6 208 1 13 LG LSU180HSV5 3,4

NOTES:
1. R410A REFRIGERANT.
2. C/W WALL MOUNTED THERMOSTAT.
3. C/W REAR AND SIDE SNOW GAURD, AND FRONT WIND DEFLECTOR.
4. COOLING OPERATING RANGE: -40 TO 115F (ULTRA-LOW AMBIENT COOLING)
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