TYPI

2-15Mx 2xOPENING DIAMETER EF

REINFORCEMENT

BARS
SEE NOTE 3, 4 AND 5

CAL ROUND OPENING REINFORCING

NTS

TYPI

\— EDGE OF

CONCRETE

4-15Mx 2xOPENING
DIAMETER

2 EF

SEE NOTE 3, 4 AND 5

\— 4-20Mx 2xOPENING

DIAMETER
2 EF

V

CAL ROUND OPENING REINFORCING

FOR EDGE CONDITIONS
NTS

HORIZONTAL WALL
REINFORCING (VERTICAL

NOT SHOWN])

1200x1200 DOWELS EF TO

MATCH HORIZONTA
REINFORCING

L

)

TYPICAL WALL INTERSECTION

TYPICAL 4 SIDES SET AT 458° TO

PROVIDE 100 SEPARATION BETWEEN PARALLEL

TYPICAL 4 SIDES SET AT 45°
REINFORCEMENT

BARS
SEE NOTE 3, 4 AND 5

TYPICAL SQUARE OPENING REINFORCING

NTS

\

\— EDGE OF

CONCRETE

4-15Mx 2xOPENING
2 EF

8-15Mx 2xOPENING
4 EF
SEE NOTE 3, 4 AND 5

TYPICAL SQUARE OPENING REINFORCING

FOR EDGE CONDITIONS

~-

4

300 HOOK @ INTEF\’IOR/

BARS TYPICAL

1200x1200 DOWELS
//F_TO MATCH
HORIZONTAL
REINFORCING

)

TYPICAL CORNER DETAIL

2-15Mx 2xDIAGONAL OF OPENING EF

PROVIDE 100 SEPARATION BETWEEN PARALLEL

GROUT FACE FILL
BOTH SIDES

INTERIOR

CENTRE LINK SEAL
IN WALL OR FLOOR

STAINLESS
STEEL SLEEVE
C/W 100x12
LEAK PLATE

REINFORCE AROUND
OPENING

TYPICAL PIPE PENETRATION

1.20

\0

.\

)

150 PVC WATERSTOP
TIE @ 300 OC

EXTEND REINFORCING
MINIMUM 40 BAR
DIAMETERS INTO
CONSECUTIVE WALL

TYPICAL VERTICAL WALL/CURB CONSTRUCTION JOINT

NTS

20x20 CONTINUOUS FORMED REGLET

C/W SIKAFLEX 2C SL

APPLY BOND BREAKER [(MASKING TAPE])
TO THREE SIDES OF REGLET PRIOR TO

POUR

150x5 PVC WATER STOP
RIBBED WITH CENTRE BULB
PROFILE TIE @m 300 OC

(N

8/

°/

/ N

EXTEND REINFORCING
MINIMUM 40 BAR

DIAMETERS INTO

CONSECUTIVE WALL

/

TYPICAL SLAB CONSTRUCTION JOINT

NTS

NOTES:

1. ALL ELEVATIONS ARE IN METERS AND ALL
DIMENSIONS ARE IN MILLIMETRES UNLESS
NOTED OTHERWISE.

2. ALL ALUMINUM IN CONTACT WITH CONCRETE
TO HAVE 2-COATS BITUMEN.

3. FOR EACH BAR INTERRUPTED BY OPENING, IN
THE PRIMARY REBAR DIRECTION ADD BAR TO
EITHER SIDE OF OPENING. EXTEND BAR TO
MINIMUM 900 PAST EACH EDGE OF OPENING.
TYPICAL TOP AND BOTTOM. ALLOW MINIMUM
40 SPACING BETWEEN BARS TYPICAL FOR ALL
OPENINGS.

4. TYPICAL REINFORCING DETAILS FOR OPENINGS
APPLY TO ALL OPENINGS GREATER OR EQUAL
TO 2009 FOR SLAB, 100¢ FOR WALLS.
UNLESS NOTED OTHERWISE IN NOTE 3.

S. FOR OPENINGS THAT ARE SPACED CLOSER
THAN OR EQUAL TO 600 PROVIDE OPENING
REINFORCING AS IF IT IS ONE PENETRATION.

B.M.
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