GENERAL NOTES

1. DRAWINGS SHALL NOT BE SCALED. FOLLOW GIVEMN DIMEMSIONS OMNLY .

2. PRIOR TO COMMEMCEMENT OF WORE, REPORT ANY DISCREPAMNCIES
TO THE CONTRACT ADMIMISTRATOR.

3 WVARIATIONS AND MODIFICATIONS TO WORK SHOWMN WILL NOT BE
ALLOWED WITHOUT WRITTEN PERMISSION OF THE CONTRACT
ADMINISTRATOR.

4. ALL DIMENSIONS ARE METRIC UNLESS OTHERWISE NOTED.

3. ALL WALL DIMENSIONS ARE TO FACE OF CONCRETE OR FIMISHED
FACE OF GWE ON 5TUD WaALL UNLESS OTHERWISE NOTED.

6. ALL INTERIOR WALLS TO EXTEND TO UNMDERSIDE OF FLOOR ABOVE
UMLESS OTHERWISE NOTED.

7. REFER TCO STRUCTURAL DRAWINGS FOR OFFSET DIMENSIONS
BETWEEN STRUCTURAL COLUMNS AND GRID LINES.

. MO REPRODUCTION OF THE DRAWINGS MAY BE MADE WITHOUT
WRITTEN CONSENT OF THE CITY AND ALL REFRODUCTION MUST
BEAR THE MAME OF THE CONTRACT ADMINISTRATOR.

9. ALL WORK TO BE PERFORMED IN ACCORDAMCE WITH LATEST
APPLICABLE BUILDING CODES AND FIRE REGULATIONS.

10.  ALL HAMDRAILS AMD GUARDRAILS TO MEET THE LATEST AFPLICABLE
BUILDING CODE REQUIREMEMNTS. PROVIDE ENGIMEERED SHOP
DRAWINGS COMPLETE WITH SEAL FOR HANDRAIL AND GUARDRAIL
DESIGM.

11. FIRE SEPARATIONS ARE INDICATED BY LINE TYPE DESIGNATION OM
PLANS. REFER TO FIRE SEFARATION LEGEND ON ADD1. ALL FIRE
SEPARATIONS TO BE TAPED, SEALED AND CONSTRUCTED TO
MAINTAIN THE CONTIMUITY OF SEPARATIONS AND RATINGS. FIRESTOP
CAULK PERIMETER BOTH SIDES OF RATED GYPSUM WALLS.

12.  SUPPLY AND IMSTALL FIRESTOPPING AND SMOKE SEALS AROQUMND ALL
PEMETRATIONS THROUGH ALL FIRE SEFPARATIONS, FIRE WALLS AND
FIRE BLOCKS TO MAINTAIMN INTEGRITY OF THE FIRE SEPARATION.

13.  CAULK PERIMETER OF GYPSUM BOARD CONTINUOUSLY BOTH SIDES
OF ALL INTERIOR WALLS CONTAIMING ACOUSTIC SEPARATIONS.
SOUND TRAMSMISSION CLASS [STC] RATINGS ARE BASED ON 2010
MATIONAL BUILDING CODE OF CAMADA.

14.  CONTRACTOR SHALL NOTIFY THE ENGIMEER OF ANY MECHANICAL OR
ELECTRICAL APPARATUS APPEARANCE WHICH MAY VARY FROM THAT
INDICATED IN THE CONTRACT DOCUMENTS.

15.  PROVIDE WOOD BLOCKING AS REQUIRED FOR WALL
MOUNTED ACCESSORIES AND EQUIFMENT.

16. CONTRACTOR SHALL ENSURE POSSESSION OF LATEST CONTRACT
DOCUMENTS PRIOR TO COMMEMNCING WORK.

17.  REFER TO STRUCTURAL, MECHANICAL, AND ELECTRICAL FOR OTHER
WORK TO BE DEMOLISHED, MODIFIED, OR REMOVED.

18.  ALL ITEMS MOTED AS DEMOLISHED ARE TO BE REMOVED FROM SITE
UMLESS OTHERWISE NOTED. REFER TO SPECIFICATION FOR
SELECTIVE DEMOLITION, CLEANING AMD WASTE PROCESSING..

19. FIELD VERIFY EXISTING CONDITIONS PRIOR TO THE START OF
DEMOLITION OPERATIONS. BRING ANY DISCREPANCIES WHICH MAY
AFFECT DEMOLITION OR NEW CONSTRUCTION WORK TO THE
ATTENTION OF THE CONTRACT ADMINISTRATOR FOR REVIEW.

20. PROTECT ALL EXISTING LANDSCAPE, SITEWORKS, STAIRS, LANDINGS,
BUILDING COMPONENTS, AND CLADDING AS REQUIRED TO COMPLETE
WORK. THE CONTRACTOR 15 REQUIRED TCO REPAIR ANY DAMAGE
CAUSED BY CONSTRUCTION ACTIVITIES.

21.  PROTECT EXISTING FINISHES TO REMAIN DURING DEMOLITION AND
COMSTRUCTION. THE GEMERAL CONTRACTOR WILL BE RESPONSIBLE
TO REPAIR ALL DAMAGED FIMISHES TO MATCH EXISTING.

22, DRAWINGS INDICATE APPROXIMATE LOCATION AND EXTENT OF
EXISTING ELEMENTS TO BE DEMOLISHED. CONTRACTOR IS
RESPONSIBLE TO VISIT THE SITE AND ASCERTAIN THE SCOPE OF
WORK REQUIRED AMD TO INCLUDE ANY AMD ALL COSTS IN THE
TEMDER PRICE.
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SOFFIT - STEEL DECK

EXISTING STEEL DECK W/ CONCRETE TOPPING

EXISTING STEEL STRUCTURE

STEEL 5TUD FRAMING

13MM EXTERIOR GWB SHEATHING

SELF-ADHERED AIR { VAPOUR BARRIER MEMBRANE

T5MM SEMI-RIGID MINERAL FIBRE INSULATION

SUPPORT FRAMING DESIGNED & INSTALLED BY SOFFIT PANEL SUPPLIER
PREFIM. LINEAR METAL PANEL

EXISTING ROOF TYPE

©

EXISTING ROOF - STEEL ROOF DECK

5B5 GRANULAR CAP MEMBRANE

5BS BASE MEMBRANE PROTECTION BOARD
INSULATION

AIR f VAPOUR BARRIER MEMBRANE
EXISTING STEEL ROOF DECK

EXISTING STEEL STRUCTURE.

PROPOSED ROOF TYPE

ROOF - STEEL ROOF DECK

G6OMIL SELF-ADHERED TPO MEMBRAME, ADHERED

T3MM POLYISOCYANURATE INSULATION TYPE lll, ADHERED

TAPERED POLYISOCYANURATE INSULATION SLOPED MIM. 1% TO
DRAIN { SCUPPER WHERE INDICATED ON PLAM.

SBS TRHLAMINTED WOVEN SELF-ADHERED AIR f VAPOUR
BARRIER MEMBRANE, ADHERED

13MM FIBREGLASS REINFORCED MOISTURE RESISTANT
SUPPORT PANEL, ADHERED

EXISTING STEEL ROOF DECK

EXISTING STEEL STRUCTURE.

PROPOSED EXTERIOR WALL TYPES
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EXTERIOR WALL i@ RECCC - LINEAR METAL PANEL

PREFIM. LINEAR METAL PAMEL VERTICAL - FINISH TO MATCH CW
SUPPORT FRAMING DESIGMED & INSTALLED BY PAMEL SUPPLIER
40MM SEMI-RIGID MINERAL FIBRE INSULATION

SELF-ADHERED AIR / VAFOUR BARRIER MEMBRANE

EXISTING COMCRETE BLOCK

EXTERIOR WALL @ 185 CARLTON STREET - LINEAR METAL PANEL
PREFIN. LINEAR METAL PANEL VERTICAL - FINISH TO MATCH CW
SUPPORT FRAMING DESIGNED & INSTALLED BY PANEL SUPPLIER
40MM SEMI-RIGID MINERAL FIBRE INSULATION

SELF-ADHERED AIR { VAPOUR BARRIER MEMBRANE

13MM EXTERIOR GWB SHEATHING

152MM STEEL STUD FRAMING

13MM PLYWOOD BLOCKING
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KEYNOTES

m TEMPORARY 1 HOUR FIRE RATED CORRIDOR. REFER TO SPECIFICATION.

[3_-2] TEMPORARY RAMP. REFER TO SPECIFICATION.
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