GENERAL NOTES

1. REFER TO STRUCTURAL, MECHANICAL, AND ELECTRICAL FOR OTHER
WORK TO BE DEMOLISHED, MODIFIED, OR REMOVED.

2. ALL ITEMS NOTES AS DEMOLISHED ARE TO BE REMOVED FROM SITE
UNLESS OTHERWISE NOTED. REFER TO SPECIFICATION FOR
CONSTRUCTION / DEMOLITION WASTE MANAGEMENT AND DISPOSAL.

3. FIELD WVERIFY EXISTING CONMDITIONS PRIOR TO THE START OF
DEMOLITION OPERATIONS. BRING ANY DISCREPANCIES WHICH MAY
AFFECT DEMOLITION OR NEW CONSTRUCTION WORK TO THE ATTENTION
OF THE CONTRACT ADMINISTRATOR FOR REVIEW.

4. PROTECT ALL EXISTING LANDSCAPE, SITEWORKS, STAIRS, LANDINGS,
BUILDING COMPONENTS, AND CLADDING AS REQUIRED TO COMPLETE
WORK. THE CONTRACTOR IS REQUIRED TO REPAIR ANY DAMAGE
CAUSED BY CONSTRUCTION ACTIVITIES.

5. PROTECT EXISTING FINISHES TO REMAIN DURING DEMOLITION AND
CONSTRUCTION. THE GENERAL CONTRACTOR WILL BE RESPONSIBLE TO
PATCH AND REPAIR ALL DAMAGED FINISHES TO MATCH EXISTING.

6. DRAWINGS INDICATE APPROXIMATE LOCATIOM AND EXTENT OF EXISTING
ELEMENTS TO BE DEMOLISHED. CONTRACTOR 15 RESPONSIBLE TO VISIT
THE SITE AND ASCERTAIN THE SCOPE OF WORK REQUIRED AND TO
INCLUDE ANY AND ALL COSTS IN THE TENDER PRICE.

7. ALL EXISTING ROOF DRAIN LOCATIONS TO REMAIN.

8. DEMOLISH ALL EXISTING ROOF ASSEMBLIES TO TOP OF STRUCTURAL
ROOF DECK.

9. PROVIDE TEMPORARY DRAINAGE MEASURES AS REQUIRED TO
FACILITATE THE DRAINAGE OF THE ROOF DURING REPLACEMENT TO
EMSURE MO DAMAGE I5 DONE TO THE BUILDING.

KEYNOTES

EXISTING PRECAST CONCRETE PANEL, INSULATION, WOOD
STRAPPING,VAPOUR BARRIER, AND GYPSUM WALLBOARD TO BE
DEMOLISHED AS SHOWN SHADED.

EXISTING CURTAINWALL C/W SUPPORTS TO BE DEMOLISHED.

EXISTING PARAPET, FLASHING, PLYWOOD BLOCKING,
ROOF MEMBRANE, INSULATION, AND VAPOUR BARRIER TO BE DEMOLISHED.

EXISTING ROOF, MEMBRANES, INSULATION, AND VAPOUR BARRIER

TO BE DEMOLISHED TO EXPOSE EXISTING STEEL ROOF DECE.

EXISTING SUSPENDED SOFFIT, CEMENT PLASTER ON METAL LATH, INSULATION,
YWAPOUR BARRIER, SHEATHING, AND WIRE HANGERS TO BE DEMOLISHED.

EXISTING MECHANICAL UNIT AND GRILLE TO BE DEMOLISHED.
REFER TO MECHAMICAL.

EXISTING CURB WALL ALONG ROOF AND CONVENTION CENTRE
CLADDING INTERFACE TO BE DEMOLISHED.
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