/A
\501)/

T/0 PARAPET

EL VARIES

T/0 STEEL
EL VARIES

CONNECTION FOR
LATERAL/WIND LOAD
ONLY

T/0 HANDRAIL
EL +915 AFF

CURTAIN WALL BACKPAN CLAD —
WITH 2.053 (0.081") ALUMINUM
TO MATCH CURTAIN WALL
FRAMING MULLION, ALUMINUM
SHEETS TO BE ADHERED TO
BACKPAN, NO PENETRATIONS ARE
ALLOWED IN THE BACKPAN. FACE
OF FINISH TO BE FLUSH WITH
CURTAIN WALL MULLIONS

~ WRAP TPO FLASHING MEMBRANE
/ 'OVER PARAPET FRAMING
- AIR/VAPOUR BARRIER

_AARRARNY

— 'FLASHING MEMBRANE
— PERIMETER FASTENERS

VARIES

490+

T/0 FLOOR
EL VARIES

SUPPORT CURTAIN WALL WEIGHT
AT WALKWAY FLOOR LEVEL ONLY

PROVIDE 19 WIDE x 76 HIGH
OPENING. REFER TO DETAIL A/S501

ALUMINUM CURTAIN WALL FRAME

170+

HORIZ PRESSURE PLATE—— |
& CAP ALONG BOTTOM
CURTAIN WALL MULLION

CONT ANTI-ROTATION BLOCK

(PVC OR XPS)
U/S SOFFIT

EL VARIES /
1.29 (0.05”) ALUMINUM

#12 DECKFAST SCREWS W/ [ R1
| 51¢ PLATES AT 305 0/C —
= Al
e L _f—__&_ PR
7 T 1 ]
[ / \ \ b
| \ V] Voo
__________________ ] 18GA GALV BREAK METAL MIN
| | OVER 2 DECK FLUTES FASTEN
| B W/ #12¢ PANHEAD SS SCREWS
| | AT 400 0/C :
' |
} |
—\,
77\ PARAPET DETAIL
S501 15
N
CONTINUOUS HANDRAIL C/W
MOUNTING PLATE. MOUNTED
T0 EXISTING STEEL HSS
COLUMNS AND DIAGONALS
EXISTING HSS COLUMN
. 4 -
+75 +240 | +300
EOS
———20GA. SOLID STAINLESS STEEL
CLOSURE C/W 13x25 CONT ANGLE
SUPPORT—REMOVABLE. PROVIDE NEW FLOOR TILE
TAMPER PROOF SCREWS ALONG WALKWAY
| FLOOR EDGE, REFER , '
VARIES TO ACCOMMODATE T0 ARCH FLOOR gggAgg ExLlEsnTﬁéM |
- SITE T?LERANCES PLAN AND SPECS FLOOR TILE. REFER
T ! Ti
S . T—-SHAPED TILE EDGE TRIM, p‘L’ANARX,Z*D%gSES
— = — REFER TO ARCH FLOOR EST
- 7 PLAN AND SPECS -
- ] | G Y
- I R
-] | e Y L] \
Al : | f S { , “
Al | | / - Vo
- : [ L d -
——
[
U imdl
| A1
I ‘l“f—L
RS =
N I
Sed-EdY s .
— Ni=
e e e e -’_—_':.ﬁ. ..;;:5= === ===é£—' e e e
\
\\
\—'20 GA. CONT GALV BREAK METAL SET IN ZTA

225+ SEALANT AT CURTAINWALL MULLION FASTEN

CLOSURE TO MATCH

CURTAINWALL FINISH.
EXTEND INTO GLAZING
POCKET

W/ #1086 x 38 PANHEAD SS SCREWS AT
400 0/C — EXTEND INTO GLAZING POCKET

LAP SELF—~ADHERED AVB OVER
BREAK METAL TRANSITION

PREFIN. METAL CLOSURE.
COLOUR TO MATCH METAL
SOFFIT PANEL :

/2 SOFFIT DETAIL

T/0 HANDRAIL
EL +915 AFF

ALUMINUM EXTRUSION
ADAPTOR ALONG TOP AND
BOTTOM MULLION AT PTAC

'UNIT, BY CURTAIN WALL

SUPPLIER.

CANT OF SEALANT ALONG o
EXTERIOR MULLON AND Oy

BREAK METAL

1.29 (0.05") ALUMINUM
DRIP FLASHING SET IN

CURTAINWALL FINISH

#10x38 HWH SS TRUGRIP SCREWS

C/W NEOPRENE WASHER AT 400 0/C

ON BOTH SIDES OF CAP FLASHING
INFILL WITH SM RIGID

o

Y 13 PLYWOOD ON CONT WRAP TPO FLASHING
2.053 (0.081") ALUMINUM SLOPED WOOD BLOCKING MEMBRANE OVER
CAP FLASHING, TO MATCH—\ PARAPET FRAMING /——13 PLYWOOD

—2 ROWS—152 (18GA) STEEL STUDS AT 400 0/C
PARAPET WALLS, (TYPICAL) C/W 2—148 HWH
SELF-DRILLING SS SCREWS AT 400 0/C INTO

BREAK METAL AND STEEL ROOF DECK W/ 16 GLASS
REINFORCED SHEATHING BOARD ON BOTH SIDES

X 4
A}

I
o

A4 T
= 1

1

INSULATION

PROGLAZE ETA SYSTEM, o ,
EXTEND INTO GLAZING POCKET N .

CONT ANTI-ROTATION BLOCK
(PVC OR XPS)

HORIZ PRESSURE PLATE AND CAP—— || |||

LONG TOP CURTAIN WALL MULLION

B N Y R =

ALUMINUM CURTAIN WALL FRAME,

PROVIDE 19 WIDE x 76 HIGH OPENING AT ALL
INTERIOR FACE OF VERT CURTAINWALL MULLION
FOR VENTING BEHIND CURTAIN WALL BACKPANS
ALONG FLOOR LEVEL. ENSURE OPENING IS CUT
CLEAN AND IN NO VISIBLE LOCATION.

REFER TO B/S501 FOR LOCATION

2—-PIECE 1.29 (0.05") ALUMINUM CLOSURE TRIM
ADHERED TO PLYWOOD (LAP JOINTS BEHIND
CURTAINWALL) TO MATCH CURTAINWALL FINISH

13mm ONE SIDED-/ : :
SMOOTH PLYWOOD STONE WOOL |l
| SPRAY-IN-PLACE INSULATION, A
INSULATION FILL | ‘
CONT BEAD i
- OF SEALANT 1l
n|Z 1
/ NE l
T 125x125 18GA |
GALV STEEL BENT _ !
PLATE, FASTEN TO L == = /| ==
EACH STEEL STUD W/||l|| = == JgL = g Jg =
#12¢ x 50 PANHEAD I ‘ F 7
o0 o/c [ T 1 Powoon seLow T g# T ] g
SCREWS AT 400 o/c |||l ‘ | |
| SCREW /< l? STEEL STUDS, TYP | \ 5
H— i1 18GA GALV BREAK METAL MIN OVER— \ |
, l?‘ 2 DECK FLUTES FASTEN W/ 126 | % /
8/ H \ ] 7
p—lli I/DANHEAD SS "S/CREVWS/AT 4oo~o/c | \ |
SMOOTH PLYWOOD || oo - <
_____________ - ——————— e i
| |
1 i
i r——===" " |
L i i

/a\ ENLARGED DETAIL

S501/ - HALF SCALE

490+

410
PTAC WALL SLEEVE
CONFIRM SIZE W/ MECHANICAL

170+

HORIZ PRESSURE PLATE—/
& CAP ALONG BOTTOM
CURTAIN WALL MULLION

CONT ANTI-ROTATION BLOCK

SEE DETAIL 2/S501——
FOR CLOSURE, TILE
TRIMS & FLOOR TILES

=——o-PTAC UNIT, REFER TO
MECHANICAL & ELECTRICAL

RECEPTACLE C/W CONDUITS TO
' SOFFIT SPACE BELOW FOR PTAC
UNIT, REFER TO ELECTRICAL.
- PROVIDE OPENING THROUGH
SOLID FLOOR CLOSURE

B P I N N Nl I T Y i N R N

/

e

SEALANT p A METAL SET IN SEALANT
, S506
A PTAC WALL SLEEVE -
=i REFER TO MECH FOR SIZE
EH _PRICE NSET’ LOUWER W/—\ [_n |
+65% FREE AREA, 38 DEPTH, PTAC METAL WALL SLEEVE——__|
CLEAR ANODIZED FINISH TO = AS PER MANUFACTURER, |
MATCH CURTAINWALL - REFER TO MECHANICAL.
MULLIONS, FASTEN PERIMETER | -
TO BREAK METAL TO | SLOPE PTAC SLEEVE
CURTAINWALL = TOWARDS EXTERIOR AS
= PER MANUFACTURER'S
c - REQUIREMENTS
(s01/ | ™
=l
< =z + 7 ‘ j
i
&9 - /
[+ L
= =] /-
T/0 FLOOR S A [
EL VARIES ea
e 1,
SR 14 .
B | L~
SUPPORT CURTAIN WALL WEIGHT - |
AT WALKWAY FLOOR LEVEL ONLY B
PROVIDE 19 WIDE x 76 HIGH ANESIE | R
OPENING. REFER TO DETAIL A/S501 e
B
| —1.
ALUMINUM CURTAIN WALL FRAME, PR
REFER TO WINDOW SCHEDULE -
’ Hededf et o

(PVC OR XPS)

U/S SOFFIT

EL VARIES /
1.29 (0.05") ALUMINUM

\

225%

CLOSURE TO MATCH

CURTAINWALL FINISH.
EXTEND INTO GLAZING
POCKET

PREFIN. METAL CLOSURE.
COLOUR TO MATCH METAL
SOFFIT PANEL

\
T

20 GA. CONT GALV BREAK METAL SET IN j&

SEALANT AT CURTAINWALL MULLION FASTEN
W/ #10¢ x 38 PANHEAD SS SCREWS AT
400 0/C — EXTEND INTO GLAZING POCKET

LAP SELF—ADHERED AVB OVER

BREAK METAL TRANSITION

- /3 PTAC UNIT SECTION DETAIL

e

/

(& CURTAINWALL DETAIL

A"
s EXTERIOR
CONTINUOUS HANDRAIL C/W
MOUNTING PLATE. MOUNTED
' TO EXISTING STEEL HSS
%SASESA,,?E'S#R,P COLUMNS AND DIAGONALS PROVIDE 19 WIDE X 76
; HIGH OPENING AT INTERIOR
ACE OF VERTICAL CURTAIN
CONT SEALANT v
, , WALL MULLION FOR VENTING
:._r:IO‘TCEéQIOR MULLION < EXISTING HSS COLUMN WALL WULLION FOR V
INTERIOR BACKPANS ALONG FLOOR
= Qoo 6 = S o
MANUFACTURER’S
1.29 (0.05") ALUMINUM BREAK RECOMMENDATION VISIBLE LOCATION.

ES1
o
e ——— /9 SEALANT
EN) | CLOSED CELL
i . a’ /9 ETHAFOAM STRIP
R — s - 1.29 (0.05") ALUMINUM BREAK
« [ j Vo g&c OUTDOOR/ /9 YME.TAL SET IN SEALANT
| i INAGE KIT W, — —
: gg % 5 EXTENSION _\/ e =
3 . ; 4 ‘\a’ 1~ -
1.29 (0.05")— j—”‘“— v SEALANT
ALUMINUM FLASHING, |
FINISH TO MATCH @ | Jommmm e j """
| CURTAINWALL 0 PTAC UNIT CORD SET,
< WEEPHOLE AT 150 0/C ? ! \‘REFER 1O ELECTRICAL
ALUMINUM EXTRUSION ADAPTOR e ES?,%E?SLEOCQ’FFW
ON MULLION AROUND PTAC — SPACE. BELOW FOR PTAC
OPENING BY CURTAIN WALL — N UNT. REFER T0
SUPPLIER. u - :
ELECTRICAL. PROVIDE

OPENING THROUGH SOLID
FLOOR CLOSURE

/e ENLARGED DETAIL

8501/ HALF SCALE
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