
PANET RD

BURIED WATERMAIN

IN CASE OF EMERGENCY

CALL CITY OF WINNIPEG

WATER AND WASTE

DEPARTMENT

986-2626

WARNING

RAIL CROSSING NOTES:

RAILWAY MILEAGE AND SUBDIVISION : INDUSTRIAL SPUR - OLD BEACH LINE

MILE 0.74, OFF MILE 149.63 CN SPRAGUE SUBDIVISION

MUNICIPAL DESCRIPTION OF ADJACENT 

PROPERTIES: PANET ROAD

NAME OF PIPELINE OWNER: CITY OF WINNIPEG, WATER AND WASTE 

DEPARTMENT.204-986-2626

CONTENTS TO BE HANDLED:   POTABLE WATER

MAXIMUM OPERATING PRESSURE:  450 KPa (65 psi)

MAXIMUM SURGE AND TEST PRESSURE 1000 KPA (145 psi)

MAXIMUM OPERATING TEMPERATURE  20°C

MINIMUM OPERATING TEMPERATURE  4°C

PIPING MATERIALS CARRIER CASING

NOMINAL DIAMETER 300 mm 500 mm

OUTSIDE DIAMETER 335 mm 508 mm

MATERIAL PVC STEEL

SPECIFICATION AND GRADE AWWA C900 DR18

WALL THICKNESS 18.6 mm 9.5 mm MIN.

TYPE OF JOINT RUBBER GASKET 

BELL AND SPIGOT

WELDED

COATING NA NA

LOCATION OF SHUT OFF 

VALVES

1.  18.2m NORTH OF NORTH LIMIT OF R.O.W.

2.  12.0m SOUTH OF SOUTH LIMIT OF R.O.W.

METHOD OF INSTALLATION TRENCHLESS - CASING TO BE JACKED WITH

VENTS: NA NUMBER: NA

HEIGHT ABOVE GROUND: NA

SEALS: BOTH ENDS YES

TYPE: PERMEABLE GEOTEXTILE FABRIC

BURY: BASE OF RAIL TO TOP OF CASING 3.7m

NOT BENEATH TRACKS NA

ROADWAY DITCHES 2.4m

BASE OF RAIL TO BOTTOM OF 

JACKING/RECEIVING PITS

5.2m (S)  4.7 (N)

EXTENT OF CASING MEASURED PERPENDICULAR TO CENTERLINE OF TRACK       46.7m

CENTERLINE OF TRACK TO FACE OF JACKING/RECEIVING PITS      16.4m (S)  29.7m (N)

TYPE, SIZE, AND SPACING OF INSULATORS OR 

SUPPORTS

PSI RANGER II SPACERS WITH

CATHODIC PROTECTION NA

GEOTECHNICAL BOREHOLES REFER TO SOILS REPORT

SOIL TYPE

BASE OF RAIL TO GROUND WATER

INSTALLATION AND MAINTENANCE TO BE IN ACCORDANCE WITH TC-E10

MIN. YIELD STRENGTH 241 MPa

NO SOIL REMOVAL AHEAD OF PIPE

65mm RUNNER HEIGHT  1.8m O.C.

ANGLE OF PIPE / TRACK CROSSING       90°

DIRECTION OF FLOW              BI-DIRECTIONAL

AND THE LATEST EDITION OF APPLICABLE CSA STANDARD Z662 

REFER TO SOILS REPORT

REFER TO SOILS REPORT
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