
PIER

L

C

48

68

90

68

25

80

BARRIER DETERIORATION REQUIRING

TYPE 1 BARRIER REPAIR (TYP.)

BARRIER DETERIORATION REQUIRING

TYPE 3 BARRIER REPAIR (TYP.)

BRIDGE DECK

EXPANSION JOINT

SOUTH ABUTMENT

L

C

DETERIORATED SEAL

REQUIRING REPLACEMENT

SOUTH APPROACH

SLAB ON GRADE

SOUTH STRUCTURAL

APPROACH SLAB

DETERIORATED

BARRIER SEAL

DETERIORATED

BARRIER SEAL

DETERIORATED

BARRIER SEAL

DETERIORATED

ROADWAY SLAB

NORTH STRUCTURAL

APPROACH SLAB

NORTH APPROACH

SLAB ON GRADE

80
75

70

90 70

45

BARRIER DETERIORATION REQUIRING

TYPE 2 BARRIER REPAIR (TYP.)

EXPANSION JOINT

NORTH ABUTMENT

L

C

DETERIORATED SEAL

REQUIRING REPLACEMENT

DETERIORATED

BARRIER SEAL

DETERIORATED BARRIER

TRANSITION REQUIRING

REPLACEMENT

DETERIORATED

ROADWAY SLAB

DETERIORATED

ROADWAY SLAB

Certificate  of  Authorization

Dillon Consulting Limited (MB)

Date:No. 1789

2020/04/30

20-2342

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

--

2020 BRIDGE MAINTENANCE

MAIN STREET NORTHBOUND

BRIDGE DECK REPAIRS

E

I

S
SE

F

O

R

P

D

N

O

L

A

M

R

R

E

T

S
I

G
E

R

P

O

FO

E

C

N

I

V

B

R
E

E

N
I

G

N

E

A

O

T
I

N

A

Member

ORIGINAL

STAMPED BY

AMORIM

D.R.C.

33215

2020/04/30

B104-20-03

2019 BRIDGE DECK INVESTIGATION RESULTS

03

PLAN - INVESTIGATION RESULTS
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CONCRETE DELAMINATIONS

TYPE 1 BARRIER REPAIR (PARTIAL DEPTH)

WIDE CRACK (>1.0 mm)

MEDIUM CRACK (0.3 - 1.0 mm)

HAIRLINE/NARROW CRACK (<0.3 mm)

APPROXIMATE LANE LINE

LEGEND

COVER (mm)

NOTES:

1. THIS DRAWING DEPICTS SELECT FINDINGS OF DILLON'S 2019

BRIDGE DECK INVESTIGATION. ACTUAL REPAIR AREAS MAY

BE DIFFERENT AND WILL BE IDENTIFIED ON SITE BY THE

CONTRACT ADMINISTRATOR.

2. LOCATIONS OF DEFECTS SHOWN ARE APPROXIMATE.

3. IT IS ASSUMED THAT THE PROPOSED SCARIFICATION ON

THE BRIDGE DECK WILL REMOVE THE MAJORITY OF

DELAMINATIONS SHOWN.

4. IT IS ASSUMED THAT THE PROPOSED CONCRETE REMOVALS

ON THE STRUCTURAL APPROACH SLABS WILL REMOVE THE

MAJORITY OF DELAMINATIONS SHOWN.

5. DILLON WILL CONFIRM IF ANY DELAMINATIONS REMAIN

AFTER SCARIFICATION AND CONCRETE REMOVALS. ALL

REMAINING DELAMINATIONS SHALL BE REPAIRED AS PER

DETAIL XX ON SHEET 03.

6. ALL DELAMINATIONS ON THE APPROACH SLABS ON GRADE

SHALL BE REPAIRED AS PER DETAIL XX ON SHEET 03.

7. ASSUMED DELAMINATION AREAS REQUIRING REPAIR ARE

PROVIDED IN TABLE 1 FOR BIDDING PURPOSES.
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