
TOP OF CONCRETE DECK

AFTER SCARIFICATION

WATERPROOFING MEMBRANE

AND PROTECTION BOARD

150150

SAWCUT BUTT JOINT BEFORE

APPLICATION OF NEIGHBORING LIFT

JOINT IN PROTECTION BOARD TO BE

MINIMUM 150 mm CLEAR OF EDGE

OF LOWER ASPHALT LIFT

4
0

4
0

LOWER ASPHALT LIFT

UPPER ASPHALT LIFT

STAGE 1 ASPHALT PAVEMENT

STAGE 2 ASPHALT PAVEMENT

WATERPROOFING MEMBRANE

AND PROTECTION BOARD

EXISTING CONCRETE

TRAFFIC BARRIER

EXISTING CONCRETE

BRIDGE DECK

ASPHALT OVERLAY OF TWO LIFTS

(80 mm TOTAL, TYP.)

WICK DRAIN

5

-

9
0

9
0

HOT APPLIED ASPHALTIC

WATERPROOFING MEMBRANE

ASPHALT OVERLAY

CONTINUOUS WICK DRAIN 4 mm THICK,

FOLDED AND STAPLED IN 75 mm WIDTH

FOR FULL LENGTH OF ASPHALT

1.2 mm THICK BUTYL

50 mm X 100 mm INSTALLED

FULL LENGTH OF ASPHALT

EXISTING CHAMFER AND

FLEXIBLE SEALANT

REMOVE EXISTING FLEXIBLE SEALANT

AND BACKUP ROD AT BOTTOM 80 mm OF

BARRIER AND PATCH FLUSH TO BARRIER

FACE WITH EPOXY GROUT (TYP.)

PROTECTION BOARD

(DO NOT COVER WICK DRAIN)

1
2
5

2
5
0

EXISTING STRUCTURAL

APPROACH SLAB 250 THICK

REMOVE EXISTING ROADWAY

SLAB AND REPLACE

STRUCTURAL APPROACH SLAB (14200±) APPROACH SLAB ON GRADE (10000±) ROADWAY SLAB (4500±)

SHOT BLAST, CRACK SEALING, AND

APPLY HEALER/SEALER THROUGHOUT

ROADWAY

2
5
0

4
0
±

NEW HPC TOPPING

INTERIOR FACE OF

ABUTMENT BACKWALL

350

EXISTING CONCRETE TO

REMAIN (DO NOT DAMAGE)

500

NEW SHEAR KEY

1
2
5

1
2
5

NEW SHEAR KEY

500

1
2
5

40 mm DEEP SAWCUT

EXISTING BRIDGE EXPANSION JOINT

(DO NOT DAMAGE)

EXISTING 10M REINFORCING

(DO NOT DAMAGE)

EXISTING 20M REINFORCING

(DO NOT DAMAGE)

BRIDGE ROADWAY

INSTALL 75 WIDE EMSEAL BEJS

RECESS 12 mm

LOW DENSITY

POLYETHYLENE FOAM

EXISTING 250 ROADWAY

SLAB TO REMAIN

12 x 500 SMOOTH FLAT P.V.C. SHEET

NEW 250 ROADWAY SLAB. DETAIL ASSUMES EXISTING

ROADWAY SLAB THICKNESS OF 250mm AS PER AVAILABLE

RECORD DRAWINGS. ACTUAL THICKNESS TO BE CONFIRMED

BY THE CONTRACTOR IN THE FIELD AND DETAIL TO BE

MODIFIED TO SUIT

REPLACE EXISTING

SLEEPER SLAB

1200

TIE BAR TO EXISTING

ROADWAY SLAB

SD-213B

C

L

ROADWAY

EXPANSION JOINT

INSTALL 25 WIDE EMSEAL BEJS

RECESS 12 mm

TIE BAR TO EXISTING

APPROACH SLAB ON GRADE

SD-213B

BRIDGE DECK

SEE SECTION D

INSTALL LOW DENSITY

POLYETHYLENE FOAM

LOW DENSITY

POLYETHYLENE FOAM

1200 150

2
0
0

1

1

600 600

REGRADE AND COMPACT

EXISTING GRANULAR MATERIAL

C

L

APPROACH SLAB

JOINT

25

EXISTING REINFORCING STEEL TO BE

SANDBLASTED CLEAN PRIOR TO PLACEMENT

OF NEW HPC TOPPING (TYP.)

BUTT JOINT

SD-212

#16 @ 300

#19 @ 300 T&B 1000 LONG

75

#16 @ 600 T&B

EACH WAY

1200

400

350

1100

800

4

9

5

1

1

#16 @ 600 T&B

EACH WAY

#19 @ 300

2 - #19 @ 300

1
4

0
±

350

5000

VARIES (SEE PROFILES ON

SHEET 08 AND 09)

1
6

0

UNDERSIDE OF DECK SLAB

UNDERSIDE OF UPPER

LIFT OF DECK SLAB

EXISTING TOP OF

CONCRETE DECK

NEW SHEAR KEY

FINAL ELEVATION OF CONCRETE

DECK AFTER SCARIFICATION

EXISTING TOP OF CONCRETE

DECK ELEVATION

NEW WATERPROOFING MEMBRANE

AND PROTECTION BOARD

BRIDGE DECK

9
0

1000±

NEW HPC HEADER

LOWER ASPHALT LIFT

UPPER ASPHALT LIFT

NEW SHEAR KEY

500±

40 mm DEEP SAWCUT

1
5

6
5

EXISTING 15M REINFORCING

(DO NOT DAMAGE, TYP.)

EXISTING 20M REINFORCING

(DO NOT DAMAGE, TYP.)

500±

TERMINATE LOWER ASPHALT LIFT

AT 30 mm THICKNESS. PROVIDE

TRANSVERSE VERTICAL SAWCUT.

1
4

0

EXISTING REINFORCING STEEL TO BE

SANDBLASTED CLEAN PRIOR TO PLACEMENT

OF NEW HPC TOPPING (TYP.)

5
0

M
I
N

.

APPROACH

SEE SECTION C

EXISTING DECK CONCRETE TO

REMAIN (DO NOT DAMAGE)
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TYPICAL ASPHALT LONGITUDINAL JOINT
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WICK DRAIN DETAIL
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