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NOTES:

1. THE CONTRACT TO MATCH EXISTING RADII FOR CURB RENEWAL AS DIRECTED BY THE CONTRACT

ADMINISTRATOR.

2. ADJUST ALL WATER VALVES, MANHOLES, AND CATCH BASINS TO GRADE.

3. THE CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY LOCATES.

4. THE CONTRACTOR SHALL PROTECT ANY GEODETIC MONUMENTS WITHIN THE PROJECT LIMITS. IF MONUMENTS

CANNOT BE AVOIDED THE CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE CITY OF WINNIPEG GEOMATICS

AND LAND INFORMATION SERVICES BRANCH PRIOR TO ANY REMOVAL OR ADJUSTMENT TO THE PROPERTY BAR.

DOCUMENTATION SHALL BE SUBMITTED TO THE CONTRACT ADMINISTER PRIOR TO STARTING THE WORK.

5. RENEW PRIVATE APPROACHES AS INDICATED IN THE PLANS.

6. THE CONTRACTOR SHALL SET SUFFICIENT GEODETIC CONTROL TO ENSURE MINIMUM GRADES CAN BE ACHIEVED.

7. FOR CB LEADS AND UNDERGROUND INFO SEE SHEETS 22 TO 28.

8. USE OF VIBRATORY HEAVY EQUIPMENT WITH 3.0 METERS HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER

MAIN CENTERLINE IS PROHIBITED. THIS RESTRICTION DOES NOT APPLY TO THE USE OF VIBRATORY ROLLERS ON

THE PAVEMENT SURFACE LAYER.

9. CONCRETE DEMOLITION AND REMOVAL WITHIN 3.0 METERS HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER

MAIN SHALL BE BY SAW CUTTING OR USE OF HAND-HELD JACKHAMMERS. USE OF MACHINE MOUNTED CONCRETE

BREAKERS ABOVE ASBESTOS-CONCRETE WATER MAINS IS PROHIBITED.
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