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WARNING —— —— ENGINEERS
e =] GEOSCIENTISTS
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED —
hF/lcEJRSTEXCAVAHON ON THIS PROJECT THE CONTRACTOR MANITOBA
i Certificate of Authorization
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION .
OF EXCAVATION. M E TR | C Stantec Consulting Ltd.
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
INSTALLATIONS. WHOLE NUMBERS INDICATE MILLIMETRES No. 1301

SEE PROVINCIAL REGULATION 140/92 FOR DETAILS DECIMALIZED NUMBERS INDICATE METRES

V:A\1137\active\113708150\0300_drawing\0302_sheet_files\02_civi\08150c-209.dwg

2020/11/17 2:35 PM By: Gall, Trish

—150wWM___ WATERMAIN —1sowm | ————— HYDRO | —————]———- C PROFILE —_——— B.M ENGINEER'S SEAL -
M. o)

< HYDRANT 4 —_— M.T.S. - — WEST GUTTER — bﬁ&ﬁ‘g&%%ﬁg&ﬁgﬁg& ELEV. St t C T H E C | T Y 0 F W | N N | P E G

® VALVE ® R CONCRETE ——0——o EASTGUTTER |- ———~— a n ec PRELIMINARY - . PUBLIC WORKS DEPARTMENT
__300LDS__ | LAND DRAINAGE SEWER | —3ows__ | —— ASPHALT ) l—--— | WESTMEDIANGUTTER |-———~— 500 - 311 Porfage Avenue, Winnipeg M Canada \XZ : :

——— —_———— SUPV. U/G STRUCTURES DATE stantec. ENG'NEER'NG DlVlSlON

_250WWs | WASTE WATER SEWER | —2s0wws | ——— SIDEWALK — ——— | EAST MEDIAN GUTTER | ————— | CommiTTes wwwsianiec.com DRAWING 1nn1peg

5 o s . e — —— s NOTE: P TG HEOKED s 2021 SALTER ST. - PAVEMENT RENEWALS [ == or

O CATCH BASIN m GLASGRID B |——— EAST I OCATION oF UNDERGROLND STRUGTURES A6 NOT TO BE SLAW REBCHUK BRIDGE TO CATHEDRAL AVENUE 13 30

v CURB INLET/CATCH PIT v o—o STREET LIGHT — SHOWN ARE BASED ON THE BEST INFORMATION DRAWN TG APPROVED SR USED FOR CAD FILE DRAWING NUMBER

® TRANSIT STOP o HYDRO POLE . THAT ALL EXISTING UTILITIES ARE SHOWN OR CONSTRUCT|ON SALTER STREET 081500_209dwg
— — GAS E———— e SURVEY BAR + CONFIRMATION OF EXSTENGE AND EXAGT HOR. SCALE: 1:250 RELEASED FOR STA 2+230 TO STA 2+360

—_— LOCATION OF ALL SERVICES MUST BE VERTICAL: 1:10 CONSTRUCTION: CONSULTANT DRAWING NO. CITY DRAWING NUMBER
PROPERTY LINE -_ (31-334) ELEVATION OBTAINED FROM THE INDIVIDUAL UTILITIES 0 | ISSUED FOR TENDER 20.11.20| S.R.S. PLAN / PROFILE / SECTION P 3532 13
EXISTING LEGEND-PLAN PROPOSED | EXISTING LEGEND-PLAN PROPOSED | EXISTING LEGEND-PROFILE PROPQSED | P TROCEEPING WiTH cOoRSTRUCTION NO. | REVISIONS DATE | Bv | DATE 20.05.26 DATE C-209



AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
B

AutoCAD SHX Text
B

AutoCAD SHX Text
B

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
J

AutoCAD SHX Text
-

AutoCAD SHX Text
J

AutoCAD SHX Text
-

AutoCAD SHX Text
PUBLIC WORKS DEPARTMENT

AutoCAD SHX Text
ENGINEERING DIVISION

AutoCAD SHX Text
THE CITY OF WINNIPEG

AutoCAD SHX Text
-

AutoCAD SHX Text
WARNING

AutoCAD SHX Text
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS

AutoCAD SHX Text
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY

AutoCAD SHX Text
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION

AutoCAD SHX Text
FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR

AutoCAD SHX Text
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED

AutoCAD SHX Text
OF EXCAVATION.

AutoCAD SHX Text
INSTALLATIONS.

AutoCAD SHX Text
MUST:

AutoCAD SHX Text
WHOLE NUMBERS INDICATE MILLIMETRES

AutoCAD SHX Text
DECIMALIZED NUMBERS INDICATE METRES

AutoCAD SHX Text
METRIC

AutoCAD SHX Text
PRELIMINARY

AutoCAD SHX Text
DRAWING 

AutoCAD SHX Text
NOT TO BE  USED FOR  CONSTRUCTION

AutoCAD SHX Text
J

AutoCAD SHX Text
-

AutoCAD SHX Text
SECTION AT STA 2+300

AutoCAD SHX Text
1:150 H 1:75 V


	Sheets and Views
	C209


