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1. THE CONTRACTOR TO MATCH EXISTING RADII FOR CURB RENEWAL AS DIRECTED BY THE CONTRACT

2320 232 0 ADMINISTRATOR.
2. MINIMUM CURB REVEAL TO BE 100mm.
3.  ADJUST ALL WATER VALVES, MANHOLES, AND CATCH BASINS TO GRADE.
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4. THE CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY LOCATES.
| MOUNTAIN AVE. | 5. THE CONTRACTOR SHALL PROTECT ANY GEODETIC MONUMENTS WITHIN THE PROJECT LIMITS. IF MONUMENTS
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IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED —
FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR MANITOBA
MUST: Certificate of Authorization
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION .
O)F EXCAVATION. M E TR | C Stantec Consulting Ltd.
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
INSTALLATIONS. WHOLE NUMBERS INDICATE MILLIMETRES No. 1301
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS DECIMALIZED NUMBERS INDICATE METRES
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