232.6 232.6 NOTES:

1. THE CONTRACT TO MATCH EXISTING RADII FOR CURB RENEWAL AS DIRECTED BY THE CONTRACT
ADMINISTRATOR.

2324 232.4 2. ADJUST ALL WATER VALVES, MANHOLES, AND CATCH BASINS TO GRADE.

3. THE CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY LOCATES.
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2322 2329 4. THE CONTRACTOR SHALL PROTECT ANY GEODETIC MONUMENTS WITHIN THE PROJECT LIMITS. IF MONUMENTS
CANNOT BE AVOIDED THE CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE CITY OF WINNIPEG GEOMATICS
 MANITOBA AVE. | AND LAND INFORMATION SERVICES BRANCH PRIOR TO ANY REMOVAL OR ADJUSTMENT TO THE PROPERTY BAR.
[ 1 993i474 DOCUMENTATION SHALL BE SUBMITTED TO THE CONTRACT ADMINISTER PRIOR TO STARTING THE WORK.
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IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED == ==l GEOSCIENTISTS
FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR MANITOBA
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OF EXCAVATION. M E TR | C Stantec Consulting Ltd.
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
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