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Non Woven Geotextile

Top Timber of Lower Set of 
Stairs Continues to Upper Set of 
Stairs

Apply End Cut Treatment Approved 
for Exterior Use on all Cuts

Timber Step Detail Section (Left) and Plan View (Right)
Scale: 1:252

Compacted Type A Gravel  
Base Layer

140mm x 140mm (6"x 6") PT Timbers 
Staked in Place w/ 13mm (1/2") Steel 
Bars. Min. 3 Bars per Tread. Recess 
Bars 13mm (1/2") Below Top of 
Timber

0.15

0.36 TYP

Lap Joint Top and Bottom 
Timbers

3.54 (Lower Stair) 1 (Upper Stair) Railing Both Sides - 
Refer to Detail

0.
44 0.

58 0.
72

0.15

6mm (1/4") Mitre on Stair Nosing 

476 -2020

40mm Galvanized Steel Railing 
PICK UP AND INSTALL ONLY

Galvanized Steel Railing 
Scale: 1:401
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CIP Concrete Footing TYP.
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Galvanized Steel Railing 
Scale: 1:403
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20mm Tube Steel Welded 
Connection to Post and Railing

LOADING TO WITHSTAND:
A Concentrated Load of not 
Less than 0.9 Kn (200 Lb.) 
applied at Any Point and in
Any Direction; AND
A Uniform Load of not Less 
than 0.7 Kn/M (47 Lb./Ft.) 
Applied in Any Direction to 
the Handrail.

CIP Concrete Footing TYP.

Railing Base Plate Bolted to Pile 
as per Railing Manufacturer's 
Shop Drawings.

*NOTE: Railings to be Constructed and 
Installed as per Manufacturer's Stamped 
Engineering Drawings

Granular Path as per SCD-646

150mm x 150mm (6"x 6") PT 
Timbers Staked in Place w/ 
13mm (1/2")  Steel Bars. Min. 3 
Bars per Tread

2

0.
22

0.
14

3.
54

 (L
ow

er
 S

ta
ir)

 1
 (U

pp
er

 S
ta

ir)

90.00° TYP

Combi-Grid Reinforcement 
Under Concrete, Tactile 
Warning Tile and Granular 
Pavement to Indicated Extents 
(Blue Dimensions)

Sod as per City od Winnipeg 
SD-243

610mm x 1524mm (24" x 60") 
Yellow Tactile Warning Paver as 
per Specifications

100 Mm Thick Cip Concrete 
Paving On 125mm (5") Type A 
Granular Base0.1
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Granular Path as per SCD-646
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