A1 SIZE - 594mm x 841mm

TO
MB HYDRO
TRANSFORMER

NOTES:
BREAKER SHALL BE SERVICE ENTRANCE RATED.

1.

v 2. EQUIPMENT INDICATED SHALL BE LOCATED WITHIN PADMOUNT ENCLOSURE.
| /—NOTE 3 3. MANITOBA HYDRO UNDERGROUND SERVICE. PROVIDE OVERSIZED PVC CONDUIT
SLEEVE.
NOTE 8
| CSTE 4. PROVIDE AND INSTALL A TOTAL PROTECTION SOLUTIONS SERVICETRACK
NOTE 8 [ NOTE 2 STO80-3Y600 SURGE PROTECTION DEVICE (SPD). SPD SHALL BE LOCATED
| | DIRECTLY ADJACENT TO PANEL PNL—A10. EXTENSION OF MANUFACTURER
O L%| SUPPLIED CABLE SHALL NOT BE PERMITTED. INSTALL ACCORDING TO
- - - - - - - - - - - - - - - - - MANUFACTURER'S RECOMMENDATIONS.
4-1C, #3 AWG RW90, IN CONDUIT 4-1C, #3 AWG RW90, IN CONDUIT
5. CONNECTION SHALL BE MADE IN A NON—METALLIC NEMA 4X RATED JUNCTION
N ! BOX LOCATED IN THE PUMP CHAMBER IMMEDIATELY BELOW HATCH AND
ADJACENT TO CONDUIT ENTRY POINT AS SHOWN ON DETAIL °F° OF DRAWING
100A 1-03030—E0006—-001 (EO6).
3P !
?“(NOTE 1) 6. PROVIDE, INSTALL, TEST AND COMMISSION A LITTELFUSE MONITORING RELAY,
PART No. DLMHBRAAA. POWER MONITOR SETPOINTS AS FOLLOWS:
PNL-A10 . ) . ) ) ) ) ) ) ) ) ) | UNBALANCE: 9%
LINE VOLTAGE: 600V
TRIP DELAY: 2 SEC
| | | RESTART DELAY: 10 SEC
600/347V, 30, 4W, 100A, 10kh, RMS SYM. L.C. SELECTOR: AUTO RESTART WITH TRIP DELAY
I * I I I 7. EQUIPMENT SHOWN IN GREY NOT IN SCOPE OF WORK. ALLOWANCE SHALL BE
. N . . MADE FOR FUTURE PROVISIONS.
40A A 15A 30A 15A
o/ 3P o 3P o/ 2P o/ 3P o/ 3P 8. METER BASE AND CSTE TO BE PRE—INSTALLED AND WIRED IN THE FACTORY.
= _ _ _ | _ _ _ _ _ _ _ _ _ _ |
|
i
|
3-1C, #10 AWG, i 2-1C, #12 AWG, |
RW90., | RW9O,
C IN' CONDUIT | C IN' CONDUIT
|
} I
|
SS—A01 |
T 2 } I
i i i O, XFMR-ATO
| 5KVA |
3 1 600-240,/120v
| LEGEND:
_ - _ _ I |
|
3-1C, #10 AWG, 3 3—1C, #8 AWG, 1-3C, #12 AWG, o
RWUS0 | | / N / RWS0 | ) CIRCUIT BREAKER
d } d d o
|
|
NOTE 5 3 | | MB HYDRO APPROVED METER SOCKET
i C/W SCREW TYPE SEALING RING.
|
PROVIDED | ! | 3
WITH PUMP | - STARTER
|
|
d | | | : % : DENOTES SIZE
|
|
//L\\
/ \\ | |
20HP | SHP
\ /
N~ | |
SUBMERSIBLE SLIDE GATE 120V SPD 600VAC
PUMP ACTUATOR LOAD CENTER TVSS—AT11 POWER RELAY
P—AO1 SLG-A73 | PNL—A11 (NOTE 4) EAL—A13
(FUTURE) (NOTE 6) !
U SCALE: N.T.S.
SUPPLY: 240V 10 3W NAME PLATE: LOCATION: PADMOUNT ENCLOSURE
MAINS AMPACITY: 60 MOUNTING: M SURFACE [ FLUSH
INCOMING: O BREAKER M LUGS MANUFACTURER:
MAIN BREAKER REQUIRED: [ YES M NO PANEL 'PNL-=-A11’ MODEL NO:
MAIN BREAKER AMPS: BREAKER: 0 PLUG—IN H BOLT—ON
BUS MATERIAL: W COPPER [ ALUMINUM SPD: O YES m NO
BUS AND BREAKER RATING: 10kA SERVICE ENTRANCE RATED: O YES m NO
REVICCT VA | P [BKR] 1 L2 [BKR] P VA CCT[REV
1 [ENCLOSURE LUMINAIRES 800 | 1 |15 ¢ 15 | 1 | 1200 | RTU PANEL 2
3 |SPARE _ 1 15 ¢ (15 1 — [ SPARE 4
5 [SPARE - 1 15 ¢ _ - = 6
7 |SQUARE NUT GEAR OPERATOR (VA RATING TO BE CONFIRMED)| 1900 | 1 | 20 ¢ - [ - = 8
9 S B B — T -1 = 10
11 - T = S B B T
13 — T - T =T % — o T
15 - T = S B B s
3 — T T =T % T - = 18
LOAD "L1’ LOAD L2
2,000 1,900
WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES
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