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SCHEDULE NOTE 2
THREADED ROD NOTES:
TYPE DESCRIPTION MANUFACTURER | CATALOGUE NUMBER NOTE 1
Q 1. THREADED ROD CONNECTIONS AT CORNER ANGLE
(1) | TH TYPE CHANNEL FITTINGS SHALL ALLOW CHANNEL SUPPORTING THE
TRANSDUCER TO PIVOT.
(@) | NONMETALLIC LIQUIDTIGHT £ 2. PROVIDE SUFFICIENT CABLE LENGTH TO REMOVE
STRAIN RELIEF FITTING TRANSDUCER AND CHANNEL SUPPORT FROM MANHOLE
WITHOUT DISCONNECTING TRANSDUCER TO ALLOW
@) | post Base (D O O < SPACE FOR PUMP REMOVAL.
! / Z 3. CHANNEL SHALL REST IN POST BASE.
(@) | SINGLE CHANNEL ADJUSTABLE
BRACE 4. PROVIDE LOCKABLE STAINLESS STEEL NEMA 4X RATED
JUNCTION BOX FOR TERMINATION OF MANUFACTURER
(5) | T™WO HOLE ADJUSTABLE ﬂ SUPPLIED PUMP CABLE. LOCATE CONDUIT POINT ENTRY
CORNER ANGLE v NEAR HATCH OF CHAMBER.
5. PROVIDE CHAIN ANCHORED TO WALL TO PREVENT
(6) | SQUARE WASHER N L'u 5 ACCIDENTAL SUBMERSION OF TRANSDUCER.
P
MANHOLE WALL 5% 6. EQUIPMENT SHOWN IN GREY NOT IN SCOPE OF WORK.
(7> | FLAT WASHER NOTE 3 ALLOWANCE SHALL BE MADE FOR FUTURE EXPANSION.
TRANSDUCER SUPPORT TRANSDUCER SUPPORT S 7. FLOAT LEVEL SWITCH SHALL OPEN AT ELEV. 222.360m
TO PROTECT PUMP.
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