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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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NOTES:

1. NEW FENCE SHALL BE 3.65m (12') HIGH EXCEPT BEHIND EACH GOAL, WHICH SHALL
BE 7.31 (24') HIGH WITH 15.24m (50') SPAN.
2. THE END OF NEW FENCE ON SOUTHEAST CORNER IS TO CONNECT TO THE EXISTING
FENCE WITH AN END POST.
3. CONTRACTOR TO COMFIRM THE LOCATIONS OF EXISTING ELECTRICAL CABLES ON SITE.
4. ALL FENCE SHALL BE INSTALLED MINIMUM 2.4m FROM ELECTRICAL CABLE.
5. ALL MEASUREMENTS SHALL START FROM SOCCER FIELD SIDE OF GOAL LINES.
6. ALL DIMENSIONS ARE IN METERS UNLESS SPECIFIED.
7. CONTRACTOR TO OBTAIN APPROVAL FROM THE CONTRACT ADMINISTRATOR FOR
FENCE LAYOUT PRIOR TO STARTING THE INSTALLATION. 
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