1ISO A1 - 594mm x 841mm

Plotted: 11/17/2020 10:20 AM by Dave Lane

Last Saved: 11/5/2020 1:43 PM by DLane

P:\2019\190379200-2019-2023 Erin-Wall-Sargent Street\09. CAD\07 Sheets\Wall Street\1903792-Wall-PP-14.dwg

W SW EL 232.501 W SW EL 232.275 ] W SW EL 232.310
24125.947 2+145.000 2+167.500 2+170.637 2+212.040 2+230.000
W SW EL 232.314 W SW EL 232.462 W SW EL 232.523 W SW EL 232.507 W SW EL 232.347 W SW EL 232.511
W SW EL 232.284 - | . L, W SW EL 232.317 W SW EL 232.415 W SW EL 232.412 Oz
e [ : ) %05 23 2+184.627 SPyYY o
' g 7 W SW EL 232.269 -0.03% &
232.40 s, W 2+157.280 3 & o —_-0.549 232.40
ol W SW EL 232.391 D
sk Y 2+136.000 0% e — T — S > 03%_1,
G W SW EL 232.397 e N = L _-0.509, 0.50% o - —— Tooeew
— | 0 —0 3 2% . - : T~
—— ? — -050/ 1 1. 720/0. I e - ] ] o - — ——
- o 0" O 0 500/0 1 3 \ﬁH s()\— 56/—\ - \N— | - /.— — — _ -0 699
A '0,50% " 0_500/0 - - . 9/0\
2+167.500 = Ol
2+145.000 CWN EL 232.333 & 5 & 2+230.000
232.00 LN o 533557 W GUT EL 232.196 CWN EL 232.321 232.00
2+136.000 : W GUT EL 232.184
CWN EL 232 156 W GUT EL 232.084 2+200.000
W GUT EL 232.019 WEST BACK OF SIDEWALK WEST PROFI LE SVV\’GNU$LEi3§é;7;34 WEST PROPERTY LINE
CROWN VERTICAL SCALE: 1:10 ' EX CRROWN
8 LWEST GUTTER B P ‘ 3 EXWESTGUTIER ¥
T T 0 01 02 03 04 05m N Q
N N N N
232.80 232.80
2+4152.858 2+167.500 24213.634 2+230.000
E SW EL 232.517 E SW EL 232.553 E SW EL 232.547 E SW EL 232.629
2+136.000 2+145.000 2+179.742 2+184.964 2+200.000
E SW EL 232.416 E SW EL 232.477 E SWEL 232.361 E SW EL 232.335 E SW EL 232.431
0.2 0/0 — — -0-500/
0.50% e e | — — = —l : 85°/° g — -~ -~ —
2+175.319 Y4 —=0.47%
E SW EL 232.514 Q} [
. 0
232.40 2+hee 387 232.40
. — E SW EL 232.481
o /—__ - — . QI - S — .
0.50% st = IS e -0.509, 050% . ——"" - 20695
— - 0500/0 f__-‘—-—-:"ﬁ:_ — _O:::"Q\:N o — _-_j—ﬁ—- -— 0. : T —
— = O.'\Sfoi\— . —/_/—0'72% ————— D B ——rm : : __0.50% -—«x——,‘_‘_‘(;_ . —= -
TUT === 2050% T a2k 24167.500 Ity S =TT o T B e
O =T S+ 19000 CWN EL 232.333 == — o =
: E GUT EL 232.263 - 2+230.000
CWN EL 232.221 CWN EL 332 321
232.00 2+136.000 E GUT EL 232.151 2+200.000 - 232.00
CWN EL 232.156 HAST BACK BF SIDEWALK CWN EL 232.171 EAST PROPERTY LINE E GUT EL 232.251
E GUT EL 232.086 EAST PROFILE E GUT EL 232.101 EX CROWN
CROWN EX EAST GUTTER
EAST GUTTER VERTICAL SCALE: 1:10
¢ 3 S %
1 T 0 01 02 03 04 05m N Q
N N AN N
CHAINAGE .
UNITED SALES OYSWAH TEXTILES  F Ey BORNHORST
ALONG € WALL STREET ik MECHANICAL
PAVEMENT e
= } | }
]
2+136.000 O/S 5.025 L N
1800 DP CB (SD-024), C/W TF-100 2+200.000 O/S 5.025 L, 1800 DP CB (SD-024) : ]
FRAME & COVER C/W TF-100 FRAME & COVER i RENEW CONCRETE APPROACH (SD-232) TYP.
RIM EL 32.019, 150 N&S INV 30.764 RIM EL 32.034, 150 N&S INV 30.779 s 200 REINFORCED CONCRETE
N 250 E INV 30.369, BOT 29.769 250 E INV 30.384, BOT 29.784 i i 100 - 20 mm BASE COURSE (GRANULAR A)
C/W 250 x 4.70 SSP @ 8.0% , P@17.12° PARKING LOT
N & 1.2 VERTICAL RIS(I?R ’ PARKING LOT CONNECT TO EX SRg Il‘\’anz,)Sz(l)z(ozgg ?@ |§1@v 128.7/: i 2 i §L5E;TREB’ SCS;(?:,ESESUB-BASE (GRANULAR A
§ CONNECT TO EX 600 CS | &
2+136.000 @ INV $28.43 ASPHALT PATCHING AS REQUIRED (TYP 3
g REMOVE EX CP, LEAD & CB. (TYP) 1500 x 6.00 m SUBDRAINS } ﬁi ':EBm‘égs’l(_ EED& REGRADE EX GRAVEL
= ABANDON LEAD CAUTION: GAS| C/W PLUGGED ENDS (TYP) | ! e
L 3 ASPH < o 2 |
m o 32519 ASPH 0 32.491 32.494 32.440 \ ASPH e & @ !
(42] » ™ - T (32]
7)) 1520 ¥ £ aR
____________________ Dt ] ey | ) 1526 —
: 2 - __TELUS

“=orRoon s

MATCH LINE- STA 2+245 - SEE DWG No. 24

NOTES

1.
2.

10.

11.
12.

13.

14.

ADJUST MH AND CB RIMS TO NEW GRADES.

LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT
REQUIRE TEMPORARY SUPPORT AND BACKEFILL TO BE
DONE SO AT THE EXPENSE OF THE CONTRACTOR AS
NECESSARY.

CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
PROTECT EXISTING TREES WITHIN THE LIMITS OF
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.

CONTRACTOR TO CONFIRM THE LOCATION OF ALL
UTILITIES/SERVICES IN THE FIELD PRIOR TO
CONSTRUCTION.

CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
CB SD-025 OFFSETS ARE DIMENSIONED O/C. TF-100
OFFSETS ARE DIMENSIONED TO FACE OF CURB.

IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE
REMOVED, MATCH RECONSTRUCTION LIMITS.

REFER TO TENDER FOR DETAILS REGARDING TRAFFIC
MANAGEMENT.

EXISTING LONG WATER SERVICES TO BE INSULATED
(SD-018). REFER TO TENDER FOR FURTHER
REQUIREMENTS AND AS NOTED IN PLAN.

ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH
THE RESTORATION OF THE CATHODIC PROTECTED
WATERMAIN WILL BE RESPONSIBILITY OF THE
CONTRACTOR.

MATCH EXISTING GRADES AT DOOR SILLS.

ADJUST EXISTING WATER VALVES AND WATER SERVICE
CURB STOPS TO GRADE.

WATERMAIN LOCATION TO BE VERIFIED HORIZONTALLY
AND VERTICALLY PRIOR TO CATCHBASIN INSTALLATION
(TO CONFIRM RECESSED INLETS).

ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
GEODETIC ELEVATION.

FEEDERMAIN NOTES

1.

CONTACT THE WATER AND WASTE DEPARTMENT'S
CONSTRUCTION SERVICES COORDINATOR AT 204-986-4289,
7 DAYS PRIOR TO THE COMMENCEMENT OF
CONSTRUCTION TO ARRANGE FOR AN INSPECTION.

PRIOR TO ANY CONSTRUCTION, THE FEEDERMAIN MUST BE
EXPOSED BY A SOFT DIG METHOD SO AS TO CONFIRM
DEPTH AND LOCATION.

A MINIMUM CLEARANCE OF 0.5 m MUST BE PROVIDED
BETWEEN THE UNDERSIDE OF THE PROPOSED WORKS
AND THE TOP ANY EXISTING FEEDERMAIN BY TRENCHLESS
OR OPEN TRENCH. PROPOSED WORKS

0.5 m MINIMUM

EXISTING AQUEDUCT
OR FEEDERMAIN

DO NOT OPERATE VIBRATORY EQUIPMENT OVER OR
WITHIN 3.0 m OF THE FEEDERMAIN CENTRELINE.

CONCRETE DEMOLITION AND REMOVAL WITHIN 3 METERS
HORIZONTALLY OF THE FEEDERMAIN SHALL BE
COMPLETED BY SAWCUTTING AND REMOVAL, OR BY THE
USE OF HAND HELD JACKHAMMERS. USE OF MACHINE
MOUNTED CONCRETE BREAKERS ABOVE THE FEEDERMAIN
SHALL NOT BE PERMITTED.

ASBESTOS-CONCRETE WATERMAIN NOTES

1.

USE OF VIBRATORY HEAVY EQUIPMENT WITHIN 3.0 METERS
HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER
MAIN CENTERLINE IS PROHIBITED FOR SUBGRADE AND
SUB-BASE MATERIALS. THIS RESTRICTION DOES NOT
APPLY TO THE USE OF VIBRATORY ROLLERS ON THE
PAVEMENT SURFACE LAYERS AND BASE COURSE LAYER.

CONCRETE DEMOLITION AND REMOVAL WITHIN 3.0 METERS
HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER
MAIN SHALL BE COMPLETED BY SAW CUTTING OR USE OF
HAND-HELD JACKHAMMERS. USE OF MACHINE MOUNTED
CONCRETE BREAKERS ABOVE ASBESTOS-CONCRETE
WATER MAINS IS PROHIBITED.
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