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DUNKIRK DRIVE - STA. 2+145
SCALE: H=1:100, V=1:5017
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DUNKIRK DRIVE - STA. 2+310
SCALE: H=1:100, V=1:5017
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DUNKIRK DRIVE - STA. 2+370
SCALE: H=1:100, V=1:5017
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DUNKIRK DR ATP AT FERMOR AVE
SCALE: H=1:100, V=1:5017
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            WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

ABBREVIATIONS:

CONC CONCRETE ROADWAY
ASP ASPHALT ROADWAY
ASP OVLY ASPHALT OVERLAY ROADWAY
GRAN GRANULAR ROADWAY
PVS PAVING STONE/BRICK
CSW CONCRETE SIDEWALK
ASW ASPHALT SIDEWALK
GSW GRANULAR SIDEWALK
TYP TYPICAL
EX EXISTING
MH MANHOLE
WV WATER VALVE
EL ELEVATION
CB CATCH BASIN
CP CATCH PIT
CI CURB INLET
CL CONTROL LINE
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