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CONSTRUCTION NOTES:

FACE OF SPLASH STRIP 1. ALL WORK AND MATERIALS TO BE IN
0.84 ACCORDANCE WITH LATEST REVISION OF THE

CITY OF WINNIPEG STANDARD CONSTRUCTION
SPECIFICATIONS.

0.15

/

CONCRETE SIDEWALK WITH t 2. LEGAL PLAN AND UNDERGROUND INFORMATION
BLOCK OUT FOR UNIT PAVERS FROM CITY OF WINNIPEG LBIS. CONTRACTOR TO
VERIFY ALL UNDERGROUNDS IN THE FIELD.

; gy 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS
O‘ Q@‘ TO AVOID DAMAGE FROM CONSTRUCTION
' 15M STEEL 450 mm O/C i ACTIVITIES TO TREES WITHIN THE LIMITS OF

2.0 MIN CLEARANCE FOR CONSTRUCTION.

DISPLAY DOOR OPEN
LOCATION OF EXISTING SERVICES TO BE

/ d — — CONFIRMED IN THE FIELD BY THE CONTRACTOR.
BACK OF SPLASH STRIP 3.00

STRAW WADDLE \ 5. INSTALL CB LEADS AT MIN 1% SLOPE OR AS
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1.50

THICKENED EDGE OF SIDEWALK DIRECTED BY THE CONTRACT ADMINISTER.

SUPPLY AND INSTALL BLUE
HOLLAND PAVERS SAWCUT TO
FIT 45° CORNERS AS SHOWN

GROUTED STONE RIP RAP

AN

180 REINFORCED
CONCRETE FOUNDATION

0.23
3.00

1 \ BUS STOP PAVERS

04,06 87.11|18 SCALE: 1:20
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SHELTER SUPPORT AND CATCH BASIN C/W_/
STRUCTURE (BY OTHERS) 0.35 3.50 0-35 DITCH INLET GRATE COVER

—1 STREET DIRECTION OF TRAVEL
DIRECTIONAL TACTILE STRIP (0.30 WIDE)

LENGTH VARIES

/"3 TRANSIT SHELTER FOUNDATION PLAN /4™ GROUTED STONE RIP RAP AT CATCH BASIN

W SCALE: 1:20 W SCALE: 1:50

m DITCH INLET

w GRATE COVER ABBREVIATIONS:

CONC CONCRETE ROADWAY

/ 2™\ TRANSIT STOP DIRECTIONAL TACTILE STRIP GROUTED STONE ‘ ‘ ASP ASPHALT ROADWAY

RIP RAP (TYP)
04@ SCALE: 1:20 o ASP OVLY ASPHALT OVERLAY ROADWAY
-5 == S GRAN GRANULAR ROADWAY
o PVS PAVING STONE/BRICK
S csw CONCRETE SIDEWALK
S ASW ASPHALT SIDEWALK
— GSW GRANULAR SIDEWALK
TYP TYPICAL
EX EXISTING
MH MANHOLE

SEPARATION GEOTEXTILE Wv WATER VALVE

FABRIC (TYP) EL ELEVATION
CB CATCH BASIN

GRATE m 50x50x8 PLATE 8 cP CATCH PIT

ATTACHMENT W 0 CATCH BASIN SD-025 E'L ggﬁ%’gLLELTINE
o 153 S.S. BOLT
r 45 LONG

METRIC

— 4-10 @ x 100 LONG GALVANIZED
/ CONCRETE BOLTS ciw
WHOLE NUMBERS INDICATE MILLIMETRES

NUT & WASHER
A3 < DECIMALIZED NUMBERS INDICATE METRES

i \—100x100x8 ANGLE
WARNING

—-— PRECASE IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
|_| CONCRETE USED FOR EXCAVATION ON THIS PROJECT THE
REDUCER < CONTRACTOR MUST:

< N
1. NOTIFY THE GAS COMPANY OF THE PROPOSED
= - LOCATION OF EXCAVATION.

/6 GRATE ATTACHMENT /B SECTION 2 COMPANY INSTALLATIONS SEE PROVINGIAL
75\ DITCH INLET GRATE COVER NPT ) sone a0 REGULATION 210/72 FOR DETAILS,

W SCALE 1:10 3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

=
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Certificate of Authorization

/'C"\ SECTION - DITCH INLET GRATE COVER
W SCALE 1-10 Dillon Consulting Limited (MB)
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