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REMOVE EXISTING 11.4—24009¢ SPCSP AND REPLACE WITH

NEW 24009 SPCSP TO MATCH GAUGE
AND BOLT PATTERN OF EXISTING

LSRN

W\

RIPRAP BLANKET (SEE SLOPE STABILIZATION WORKS)

5 N4

"WEST SHEAR KEY (SEE SLOPE STABILIZATION WORKS)

P \

ALY SR

\

W

_\\\ SPCSP~QUIFALL

L\

11.4—24009 SPCSP C/W POLYMER COATING } \ \‘k
- Il \ -
| N
N,
N | .

VA

\
\

CONTRACTOR TO PROTECT AND
REMOVE TREES AS REQUIRED
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NEW 2400¢. SPCSP TO MATCH ALL MANUFACTURING
COMPONENTS OF EXISTING SPCSP, INCLUDING PLATE
PATTERN, MATERIAL, GAUGE, AND BOLTS. IF STEEL TYPE
CANNOT BE VERIFIED, ISOLATION BOLTS AND ISOLATION
LINER SHALL BE INSTALLED BETWEEN EXISTING
STRUCTURAL PLATES AND NEW STRUCTURAL PLATES.

REMOVE EXISTING CONCRETE DEBRIS
AND HEADWALL AT OUTLET

INSTALL TEMPORARY COFFERDAM AS REQUIRED TO
FACILITATE CONSTRUCTION (SEE DETAIL CU-03)

PROVIDE SAFETY FENCING AS
REQUIRED TO PROTECT PUBLIC
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PIPE END CONDITION 1
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END SECTION DETAIL

SCALE: NTS

NOTES:

1. ALL EXCAVATED MATERIAL WITHIN 107.0 OF THE
AVERAGE SUMMER RIVER LEVEL (ASRL) MUST BE
REMOVED FROM SITE (NO STOCKPILING).

2. CONTRACTOR TO COMPLETE SEWER INSPECTION OF
OUTFALL PIPE POST CONSTRUCTION.

3. SHEAR KEY TO BE INSTALLED IN ADVANCE OF
OUTFALL WORKS.
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