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PLOT 1:1 (A—1)

SAUCER SHAPED BASIN

WITH 100mm WOOD CHIP 1000 Fop :

MULCH MIN. 200, FOS:RUB SINGLE LEADER. PRUNE ONLY GENERAL NOTES:
E

BROKEN, DISEASED, OR DEAD
BRANCHES. DO NOT PRUNE LEADER 1. ALL CONSTRUCTION MATERIALS AND METHODS TO BE IN

CONDITIONS VARY

1000 ACCORDANCE WITH "THE CITY OF WINNIPEG, STANDARD
TREE TO BE SET PLUMB IN g(E)\l;lé'll'gth)CTION SPECIFICATION AND STANDARD DETAILS" (LATEST
RIPRAP :
CONTAINER TREE OR - - gﬁgﬁg 32 :,F,_{,E,\E,TF;B JS%EEEPER METAL "T" STAKE ON TWO SIDES AND FLAT 2. FINAL LOCATION OF REST STOPS TO BE CONFIRMED ON SITE PRIOR
SHRUB REMOVE ALL \ e SR THAN IT WAS GROWING IN THE WOVEN POLYPROPYLENE TREE TIE FOR TO CONSTRUCTION.
POTS. TWINE AND NON ~ 5 U CONTAINER OR FIELD GUYING APPLICATION (WHERE REQUIRED, 3. CONTRACTOR TO STAKE PROPOSED TREE LOCATION ON SITE,
BIODEGRADABLE 2 - 4= ) D . ADJUST LOCATION WITH PREVAILING WINDS) LAYOUT TO BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO
== | S ‘ ‘. INSTALLATION.
MATERIAL I s &L 0 8 \\\/* *g ROOT FLARE SHOULD BE 4. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
MIN. 400mm DEPTH——— = *' NS SLIGHTLY ABOVE FINISH GRADE 100mm DEPTH MULCH. MULCH RING: MIN. UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.
TOPSOIL MIX FIRMLY ol A OF SOIL. REMOVE EXCESS SOIL _ 1500mm DIA. MULCH MUST NOT BE PLACED 5. CONTRACTOR MUST FOLLOW THE REQUIREMENTS OF THE VARIOUS
PACKED L — FROM TOP OF ROOT BALL. DO NOT WITHIN 75mm (3") OF TREE TRUNK. DO NOT UTILITIES.
MIN. 150mmm ] ' ggliEVITII'_II'_:ES'(I')(I)LP OF THE ROOT % PILE MULCH UP AGAINST TRUNK 6. ALSO REFER TO SPECIFICATION.
gEZ-II;I-IFY < §L0/o5 BERM OF TOPSOIL MIX FORMING WATER
| T ARy DISH AROUND THE OUTSIDE EDGE OF TREE PLANTING NOTES
UNDISTURBED ] Ny BACKFILL WITH TOPSOIL. q ROOTBALL. FLATTEN AT END OF
SUBGRADE S REFER TO SPEC. MAINTENANCE PERIOD 7. PIT TO BE DUG WITH BACK HOE NOT TREE SPADE.
PLANT PIT: WILLOW CUTTINGS. TWO 8. CONTRACTOR TO ENSURE TREE SET PLUMB.
MIN. 2X @ OF ROOTBALL CURRINGS PER DIVOT CUT WIRE BASKET. BEND BACK TOP LOOPS 9. SECURE 'T-BARS TO TREE @ APPROX. 2/3 TOTAL TRUNK HEIGHT
(MIN. 500mm) TRIM AS NECESSARY | AND REMOVE BUR| ABOVE FINISHED GRADE. CONTRACTOR TO ENSURE 'T*-BARS DO
URLAP FROM THE TOP 1/3 OF NOT PENETRATE ROOTBALL.

REFER TO SPECIFICATIONS
AND SPECIES LIST

N/ /

ROOTBALL. REMOVE ALL TWINE, ROPE, WIRE 10. TREE SHALL BE PRUNED IMMEDIATELY AFTER PLANTING TO
AND ANY NON BIODEGRADABLE MATERIAL REMOVE DEAD, BROKEN, DISEASED. DYING OR RUBBING

PLANTING PIT: VARIES

g ONLY ON SLOPE STEEPER THAN 4H:1V BRANCHES. CO-DOMINANT STEMS LESS THAN 100mm (4") DIA. AT
e ADD 225mm (9") DIA. STRAW WATTLE, THE FORKS SHALL BE PRUNED OFF AND ONE MAIN STEM SHOULD
TYPICAL SH RU B / CONTAI N ER TREE AN D PLACED ON SUBGRADE, CENTERED ON REMAIN. TREE TOPPING OR HEADING IS NOT PERMITTED AT ANY
DOWNHILL SIDE OF BERM WATERING DISH TIME.
m WI LLOW CUTTI NG PLANT ON SLOPE SECTI ON )Iﬁ g FOR 180°, STAKED IN 4 PLACES 11. STAKES & TIES TO BE REMOVED BY CONTRACTOR AT END OF
S MAINTENANCE PERIOD AND UPON ACCEPTANCE BY L.A.
L-10 SCALE -1:20 PLANTING HOLE SHOULD BE /<\ ‘\<,.\ FINISHED GRADE OF SOD / SEED 12. MULCH TO BE ENVIRO MULCH (NATURAL COLOUR). THE
e NO DEEPER THAN THE 1 RECOMMENDED MULCH SHALL CONSIST OF CHIPS NOT LESS THAN
ROOT BALL OF THE TREE, / \ TAMPED TOPSOIL MIX TO MEET SPECIFICATIONS 15mm NOT LARGER THAN 75mm IN SIZE AND NOT MORE THAN 20mm
e SIDE SHOULD SLOPE TO THICK.
APPROXIMATE WIDTH OF 13. LANDSCAPE ARCHITECT TO INSPECT TREE INSTALLATIONS TO
TREE TO BE SET PLUMB IN CENTER OF ROOTBALL AT BASE r SCARIFY TO CONFIRM PROPER DEPTH OF PLANTING.
TREE PIT. TREE SHOULD BE PLANTED e THREE TIMES AS WIDE AS 150mm (UPPER BANK), 300mm (MID-BANK) DEPTH, 14. ARBORTIE® by Deep Root Canada Corp.
NO DEEPER THAN IT WAS GROWING IN THE ROOT BALL OF THE 0.5m BEYOND TREE PIT Suite 341 — 550 West Broadway, Vancouver, BC V5Z OE9
THE CONTAINER OR FIELD TREE IN COMPACTED SOILS Tel: 604 687 0899, Toll Free: 800 561 3883
TREE GUARD: 100mm DIA. x 600mm LENGTH A~ PLANTING PIT: 3 X DIA. OF ROOTBALL —— ENGINEERED SUBGRADE 5\7)(' 604 684 6744 o
ebsite: http://www.deeproot.com/products/arbortie/applications
METAL "T" STAKE ON TWO SIDES AND FLAT WEEPING TILE MATERIAL SLICED AND Email: mjames@deeproot.com
WOVEN POLYPROPYLENE TREE TIE FOR \\ WRAPPED AROUND BASE OF TREE 15. ALSO REFER TO CITY OF WINNIPEG TREE PLANTING AND
GUYING APPLICATION (WHERE REQUIRED, MAINTENANCE SPECIFICATION.
ADJUST LOGATION WITH PREVAILING WINDS) o / 2™\ TYPICAL CONIFEROUS TREE PLANTING ON SLOPE SECTION

ROOT FLARE SHOULD BE SLIGHTLY ABOVE
FINISH GRADE OF SOIL. REMOVE EXCESS SOIL
FROM TOP OF ROOT BALL. DO NOT COVER THE
TOP OF THE ROOT BALL WITH SOIL

’ ‘ v 1500mm DIA. MULCH MUST NOT BE PLACED L-10 SCALE -1:20

WITHIN 75mm (3") OF TREE TRUNK. DO NOT
E|:I PILE MULCH UP AGAINST TRUNK

T BERM OF TOPSOIL MIX FORMING WATER DISH \\

AROUND THE OUTSIDE EDGE OF ROOTBALL.
150mm DEPTH TOPSOIL AND SEED / FLATTEN AT END OF MAINTENANCE PERIOD
SOD AS PR REVEGETATION SITE PLAN ‘ v

FINISHED GRADE OF SOD / SEED, REFER TO ’ I E,:I
REVEGETATION SITE PLAN
SCARIFY TO 150mm (UPPER BANK), LLPéCLgLP ELANTING yom
300mm (MID-BANK) DEPTH, 0.5m BEYOND u | :
300mm ( ) m \ W AN ' EXTENT OF SWALE VEGETATION
Y e _> e ] ]
\ S CUT WIRE BASKET, BEND BACK TOP LOOPS AND WITH SHRUB & WILDFLOWER

REMOVE BURLAP FROM TOP 1/3 OF ROOT BALL. ==

REMOVE ALL POTS, TWINE AND NON

BIODEGRADABLE MATERIAL
PLANTING HOLE SHOULD BE q P SCARIFY SIDES OF TREE PIT TO 150mm DEPTH
« NO DEEPER THAN THE ROOT BALL OF THE TREE, sl SAUCER SHAPED
e SIDE SHOULD SLOPE TO APPROXIMATE WIDTH OF TAMPED TOPSOIL MIX TO MEET SPECIFICATIONS MIN. 1.5m MIN. %gé%vgf”g I\?SL“(;“H

ROOTBALL AT BASE \ FROM SWALE EDGE ——— 300mm
e THREE TIMES AS WIDE AS THE ROOT BALL OF THE / \ ENGINEERED SUBGRADE FOR TREE PLANTING
TREE IN COMPACTED SOILS J{_ —I Z Q
TREE PIT: 3 X DIA. OF ROOTBALL <
— SOD REPAIR AS REQ.
/37 TYPICAL DECIDUOUS TREE PLANTING SECTION e
L-10 / SCALE-1:20 A
N CONTAINER SHRUB /
v — W\ WILDFLOWER REMOVE
£ \/’ N ) ALL POTS, TWINE AND

NON BIODEGRADABLE
‘ / MATERIAL
P ‘ T 2,

MIN. 400mm DEPTH
DECIDUOUS TREE PLANTING PLANT PIT: ;XSESEI)L MIX FIRMLY
MIN. 2X @ OF ROOTBALL
(MIN. 500mm)

~N——MIN. 150mm

] i DEPTH SCARIFY METRIC

TT HDPE LINED SWALE,
RANDOM FILL FROM EXCAVATION REFER TO UNDERGROUND WORKS WHOLE NUMBERS INDICATE MILLIMETRES

OR UNDISTURBED SUBGRADE AS DECIMALIZED NUMBERS INDICATE METRES
PER OUTFALL WORKS

VVARNING PROPERTY LIMITS DELINEATION
m VEGETATED SWALE PLANTING DELINEATION OF PROPERTY LIMITS AS
SHOWN ON THIS DWG DOES NOT
NOTIFY THE GAS COMPANY OF THE
L-10 SCALE -1:20 REPRESENT A "LEGAL SURVEY”. KGS
PROPOSED LOCATION OF EXCAVATION. GROUP MAKES NO. REPRESENTATION OR
WARRANTY AS TO THE ACCURACY OF
EA@EC%T/IE’?&I\IUYHCI)NNSTLCI)_LQI/I%'I\DIS DAMAGE TO PROPERTY LIMITS DELINEATED ON THIS
ONLY ON SLOPE STEEPER THAN 4H:1V ' DWG, NOR ON THE DIMENSIONAL
e  ADD 225mm (9") DIA. STRAW WATTLE, PLACED ON SEE PROVINCIAL REGULATION 210/72 FOR ACCURACY OF DWG FEATURES RELATIVE
SUBGRADE, CENTERED ON DOWNHILL SIDE OF BERM DETAILS. / TO THOSE PROPERTY LIMITS.
WATERING DISH FOR 180°, STAKED IN 4 PLACES
I_O CAT I O N A P P R OV E D B.M. KGS_BASE COORDINATE SYSTEM: CGVD28 PROFESSIONAL SEAL ®
T ELEV. 249.213
) \ FINISHED GRADE OF SOD / SEED UNDERGROUND STRUCTURES | IKGSS SCATLIFF + MILLER + MURRAY S ILIIIBI-EICCVIJ)-&SO[)EPAYI/?III:IAEI\IfEG
CSCARIFY TO GROUP . .
150mm (UPPER BANK), 300mm (MID-BANK) DEPTH, SUPV. U/G STRUCTURES DATE W N p eg ENGINEERING DIVISION
0.5m BEYOND TREE PIT COMMITTEE PROJECT TITLE SHEET OF
DESIGNED CHECKED
NOTE: BY BS / TJ / Cco BY BS
S I o o nogoniog, ST te WELLINGTON CRESCENT RIVERBANK, | 64 69
A#——PLANTING PIT: 3 X DIA. OF ROOTBALL ——* AVAILABLE BUT NO GUARANTEE IS GIVEN BY WF BY BS PATH AND ROADWAY PROJ ECT COMPUTER FILE NAME
THAT ALL EXISTNG UTILITES ARE SHOWN OR WELLINGTON—CRESCENT—
4 TYPICAL PLANTING ON SLOPE SECTION THAT THE GVEN LOCATIONS ARE EXACT. . N
CONFIRMATION OF EXISTENCE AND  EXACT HOR. SCALE:  AS SHOWN RELEASED FOR LANDSCAPING WORKS LANDSCAPE—WORKING.DWG
. CONSTRUCTION: CONSULTANT DRAWING NO.
L-10 SCALE -1:20 OBTANED FROM THE INOMDUAL UTILMES 0 | ISSUED FOR TENDER 20/10/05) gs | VERTICAL: CITY DRAWING NUMBER
PETORE FHOGEEDING i CORSTRueTon NO. | REVISIONS DATE | BY | DATE 2020/10/05 DATE I—_1 O LANDSCAPE DETAILS (SHEET 2 OF 4) P=3335-57
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