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DETAILS & NOTES (SHEET 2 OF 2)L-15

C . I . P .  C O N C R E T E   P I L E   S C H E D U L E

P1 405Ø

TOP 2.4m IN SONOTUBE
WRAPPED WITH
6 MIL POLY SHEET.

R/W 6-15M (VERT.) FULL HEIGHT C/W
4-20M (x1200 L) DOWELS WITH
300mm HOOK INTO PILE CAP ABOVE
10M RINGS @ 200 O/C -TOP 2000
915 O/C -ELSEWHERE.
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KEY NOTES:
CONTRACTOR TO ADJUST/LOOSEN HINGE TO FENCE
CONNECTION TO ALLOW FOR ROTATION.

CONTRACTOR TO ADVISE IF 76mm CLEAR SPACE
BETWEEN THE BOTTOM OF THE FIXED GATE LEAF AND
GRADE CAN BE ACHIEVED WHILE KEEPING CONNECTING
PLATES FOR COLUMN BASE HIDDEN BELOW GRADE.

COORDINATE BACKFILL & COMPACTION IN THIS AREA
WITH ROADWAY WORKS (REFER TO ROADWAY WORKS).
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WARNING

METRIC

DELINEATION OF PROPERTY LIMITS AS
SHOWN ON THIS DWG DOES NOT REPRESENT
A "LEGAL SURVEY".  KGS GROUP MAKES NO
REPRESENTATION OR WARRANTY AS TO THE
ACCURACY OF PROPERTY LIMITS
DELINEATED ON THIS DWG, NOR ON THE
DIMENSIONAL ACCURACY OF DWG FEATURES
RELATIVE TO THOSE PROPERTY LIMITS.

NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS.

SEE PROVINCIAL REGULATION 21O/72 FOR
DETAILS.

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES
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