DONCASTER®

e N

AT

STREET .=

________ - STORM D
AU\ AND ROA

RAIN (SEE PATH X.,

S

AN 18008 CONCRETE SEWER
\ 22009 CONCRETE SEWER \\ N \
‘\\ \\JA

- (SEE SLOPE STABILIZATION WORKS) —.

EXISTING CHAMBER

REPAIRS AS DI

OFFLOADING AREA 2

COMPLETE INTERNAL CONCRETE
CONTRACT ADMINISTRATOR.

RECTED BY THE

~

7

233.0

e

INSTALL 18009 INTERNAL SLIP

JOINT AT JOINT REPAIR LOCATIONS
IN EXISTING 18009 CONC (APPROX.——=POLYMER COATED SPCSP
\\ STA. 1+27.0 AND 1+33.0)
~(SEE DETAIL DWG CU-03)

233.0 —T 233.0 NOTES:
D 1. ALL EXCAVATED MATERIAL WITHIN 107.0 OF THE
P R AVERAGE SUMMER RIVER LEVEL (ASRL) MUST BE
RN REMOVED FROM SITE (NO STOCKPILING).
232.0 SRR 232.0
2. CONTRACTOR TO COMPLETE SEWER INSPECTION OF
‘f/ S L) <~ EXISTING GROUND OUTFALL PIPE POST CONSTRUCTION.
B m\\\w/ 3. INVERT OF 2120 DIA. SPCSP TO BE 125mm LOWER
231.0 P 231.0 THAN EXISTING 1800mm.
S 4. COMPLETE OFFLOADING AREA 2 OF BANK UP
SR R % REGRADE AS DIRECTED SLOPE OF OUTFALL REPLACEMENT IN ADVANCE OF
PR A &y f COMMENCING OUTFALL WORKS.
230.0 e T‘%L 230.0
EXISTING STRUCTRUE — CIe T /
T INSTALL TWO INTERNAL SLIP JOINTS N /
229.0 4 CENTERED OVER REPAIRED OPEN JOINTS 229.0
¥ SR COMPLETE OPEN JOINT CONCRETE REPAIRS ~ | y
)] PRIOR TO INSTALLING SLIP JOINTS ORDINARY HIGH WATER
T (SEE DETAIL DWG CU—03) \ INSTALL 1_0\\ ORDINARY HIG ]
g o - '~I—\—_“*———~____‘ CLAY CAP \ (OHWM) x 1.0 THICK
228.0 e \ — | 228.0 R0UND PIPE O\ RIPRAP
‘.;. ~'4";1A.w T = /—_\ k\ \ |\ —— \
Ca | T —i:—_‘_‘ﬁ— X
e T T \ INSTALL DEBRIS GRATE —
227.0 o 2200 cone 2 (SEE DETAIL DWG. CU—03) 227.0
R 1800 Cong % /~ TEMPORARY COFFERDAM (AS REQUIRED)
TEamre 20 o] O fl (SEE DETAIL DWG. CU-03) — 2120 SPCSP
— Z AVERAGE WINTER ICE
226.0 y — == =\:\\/%g / LEVEL=225.82+ 226.0
N s el e B 100 I =2\ [\
INVERT EL. 226.03 %‘/ / = = )\\ . \ \ \ \ —DEBRIS GRATE
= / \ \ \ \
225.0 SEE NOTE 3 = { \ - EXISTING GROUND 225.0 \ \\ \ PIPE END CONDITION 2
== — (APPROX.) \ \
\—/-:_ . \ \ \
INSTALL CONCRETE COLLAR—/ = ~\ 4 ] \ \ \
(SEE DETAIL DWG CU-03)
224.0 o 7 224.0 \ \ \ 3.0 x 5.0 x 0.6m RIPRAP ON
15.0 — 2120¢ POLYMER COATED SPCSP EXCAVATE TLL—/|  ™MVERTEL \ \ \ NON—WOVEN GEOTEXTILE
AS REQUIRED TO INSTALL BEDDING (FOR EXCAVATION \ \ \
DETAIL SEE SLOPE STABILIZATION WORKS) \\ \ \\
223.0 T T - 223.0 \ \ \
G i ] o \ [ — S
b <~ ~ I [( 1 —
< a = 5 @ =9 %O /\(i‘\ O;KJ@C \OOU A O
b B 3 9 —— 2 LO 7f§i§5§;(:f%ﬁ)<%ﬁ{:> ﬁjﬁzﬁfa
Ll —_— ) G N D
222.0 i e - , 222.0 — — | COPO AT g TR,
X X > Q
Ll Ll Lul = -
L
D D D
D D < <
221.0 D w 0 N o— 221.0
T T t T L §
220.0 220.0 END SECTION DETAIL
NOTE: CHAINAGES SHOWN ARE SCALE: NTS
ALONG @ EXISTING OUTFALL
TEMPORARY ACCESS RAMP 4 — A \\ N h N
(SEE SLOPE STABILIZATION WORKS)\
WY AN o N 4
N T\ Y \ \ \ \ R \j\
‘ \ EAST SHEAR KEY (SEE SLOPE STABILIZATION WORKS) \ \j}
) LN ! L \ \ \ ¢
) . %
| N Y Q
N 4 =
S\ OFFLOADING AREA 1 7 N\ A “1
.\ 1 (SEE SLOPE STABILIZATION WORKS) N <N
\ ER ) N 3
RIPRAP BLANKET (SEE SLOPE STABILIZATION WORKS) ™~ INSTALL CONCRETE COLLAR <<\
Ny (SEE DETAIL DWG CU—-03) N

TEMPORARY EXCAVATION

INSTALL SAFETY FENCE AS
REQUIRED TO PROTECT PUBLIC

INSTALL TEMPORARY COFFERDAM AS REQUIRED TO
FACILITATE CONSTRUCTION (SEE DETAIL CU—03)

REMOVE EXISTING 15.0—-1800¢ SPCSP

AND REPLACE WITH

15.0—2020¢

PROPERTY LIMITS DELINEATION

DELINEATION OF PROPERTY LIMITS AS
SHOWN ON THIS DWG DOES NOT
REPRESENT A "LEGAL SURVEY”. KGS
GROUP MAKES NO REPRESENTATION OR
WARRANTY AS TO THE ACCURACY OF
PROPERTY LIMITS DELINEATED ON THIS
DWG, NOR ON THE DIMENSIONAL
ACCURACY OF DWG FEATURES RELATIVE
TO THOSE PROPERTY LIMITS.

FOR INDEX PAGE
SEE DWG LD—XXXX

ENGINEER’S SEAL
LOCATION APPROVED BM. )
WARNING e ©, THE CITY OF WINNIPEG
UNDERGROUND STRUCTURES K
METRIC IF POWER EQUIPMENT OR EXPLOSIVES GROUP e N WATER AND WASTE DEPARTMENT
WHOLE NUMBERS INDICATE MILLIMETRES ARE TO BE USED FOR EXCAVATION ON V V lnnlpeg ENGINEERING DIVISION
DECIMALIZED NUMBERS INDICATE METRES THIS PROJECT THE CONTRACTOR MUST: ggm#ég STRUCTURES DATE
DESIGNED CHECKED
0 1.0 2.0 3.0 4.0m 1) NOTIFY THE GAS COMPANY OF THE BY NGV BY RBO WELLl N GTON CRESCEN T SHEET 21 OF 69
NOTE:

PROPOSED LOCATION OF EXCAVATION. DRAWN APPROVED RIVERBANK, PATH AND ROADWAY PROJECT CITY DRAWING NUMBER
SCALE: 1:50m (A1) LOCATION OF UNDERGROUND STRUCTURES AS BY GEL/PwD BY RBO

2) TAKE PRECAUTION TO AVOID DAMAGE SHOWN ARE BASED ON THE BEST INFORMATION

0 5.0 10.0 15.0 20.0m TO GAS COMPANY INSTALLATIONS. AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL SCALE: RELEASED FOR DON CASTER OU TFALL
P —_e—— EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN . CONSTRUCTION 1-3030-C0016-001
LOCATIONS ARE EXACT. CONFIRMATION OF HORIZONTAL 1:250 CONSULTANT DRAWING NUMBER

SCALE: 1: 250m (A1) EXISTENCE AND EXACT LOCATION OF ALL VERTICAL 1:50 PLAN AND PROFILE

SEE PROVINCIAL REGULATION 140/92 FOR DETAILS SERVICES WAS OBTAINED FROM_THE INDIVIDUAL 0 ISSUED TOR TENDER 20/10/05 | R8O ‘ CUu-02 S—MA70019277

PLOT DATE: 2020 10 05 TENDER No.: 1173—2019 FILE PATH: R:\Projects\2018\18—0107—011\Dwg\Mun\
CONTRACT NUMBER: X FILE NAME: 18-0107—011_CALL UG.dwg



AutoCAD SHX Text
EXISTING GROUND

AutoCAD SHX Text
1+00.00 EXIST CHAMBER

AutoCAD SHX Text
1+15.00 EXIST CULVERT

AutoCAD SHX Text
1+37.40 EXIST CULVERT

AutoCAD SHX Text
1+52.4 END OF OUTFALL

AutoCAD SHX Text
INVERT EL. 226.03

AutoCAD SHX Text
15.0 - 2120  POLYMER COATED SPCSP EXCAVATE TILLAS REQUIRED TO INSTALL BEDDING (FOR EXCAVATION DETAIL SEE SLOPE STABILIZATION WORKS)

AutoCAD SHX Text
2200 CONC

AutoCAD SHX Text
EXISTING GROUND (APPROX.)

AutoCAD SHX Text
REGRADE AS DIRECTED

AutoCAD SHX Text
INVERT EL. 255.22

AutoCAD SHX Text
2120 SPCSP

AutoCAD SHX Text
INSTALL DEBRIS GRATE (SEE DETAIL DWG. CU-03)

AutoCAD SHX Text
1+25

AutoCAD SHX Text
1+50

AutoCAD SHX Text
1800 CONC

AutoCAD SHX Text
INSTALL 1.0 CLAY CAP

AutoCAD SHX Text
INSTALL TWO INTERNAL SLIP JOINTS CENTERED OVER REPAIRED OPEN JOINTS COMPLETE OPEN JOINT CONCRETE REPAIRS PRIOR TO INSTALLING SLIP JOINTS (SEE DETAIL DWG CU-03)

AutoCAD SHX Text
INSTALL CONCRETE COLLAR (SEE DETAIL DWG CU-03)

AutoCAD SHX Text
TEMPORARY COFFERDAM (AS REQUIRED) (SEE DETAIL DWG. CU-03)

AutoCAD SHX Text
EXISTING STRUCTRUE

AutoCAD SHX Text
SEE NOTE 3

AutoCAD SHX Text
RIPRAP

AutoCAD SHX Text
DEBRIS GRATE

AutoCAD SHX Text
2120 SPCSP

AutoCAD SHX Text
PIPE END CONDITION 2

AutoCAD SHX Text
1.0 WIDE x 1.0 THICK CLAY PLUG AROUND PIPE

AutoCAD SHX Text
WELLINGTON CRESCENT

AutoCAD SHX Text
RIVERBANK, PATH AND ROADWAY PROJECT 

AutoCAD SHX Text
DONCASTER OUTFALL

AutoCAD SHX Text
PLAN AND PROFILE

AutoCAD SHX Text
S-MA70019277

AutoCAD SHX Text
1-303O-C0016-001

AutoCAD SHX Text
21

AutoCAD SHX Text
69

AutoCAD SHX Text
CU-02

AutoCAD SHX Text
NGV

AutoCAD SHX Text
GEL/PwD

AutoCAD SHX Text
1:250

AutoCAD SHX Text
1:50

AutoCAD SHX Text
-

AutoCAD SHX Text
RBO

AutoCAD SHX Text
RBO

AutoCAD SHX Text
THE CITY OF WINNIPEG

AutoCAD SHX Text
WATER AND WASTE DEPARTMENT

AutoCAD SHX Text
SHEET         OF

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
NO.

AutoCAD SHX Text
B.M.

AutoCAD SHX Text
ELEV.

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE 

AutoCAD SHX Text
HORIZONTAL

AutoCAD SHX Text
VERTICAL

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
ENGINEER'S SEAL

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
RELEASED FOR

AutoCAD SHX Text
FILE PATH: 

AutoCAD SHX Text
TENDER No.: 1173-2019

AutoCAD SHX Text
CONTRACT NUMBER: X 

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
BY

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
BY

AutoCAD SHX Text
APPROVED

AutoCAD SHX Text
BY

AutoCAD SHX Text
CONSULTANT DRAWING NUMBER

AutoCAD SHX Text
CITY DRAWING NUMBER

AutoCAD SHX Text
ENGINEERING DIVISION

AutoCAD SHX Text
FILE NAME:

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
LOCATION APPROVED

AutoCAD SHX Text
UNDERGROUND STRUCTURES

AutoCAD SHX Text
SUPV. U/G STRUCTURES

AutoCAD SHX Text
COMMITTEE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT  LOCATION OF ALL SERVICES WAS OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

AutoCAD SHX Text
PLOT DATE:

AutoCAD SHX Text
WHOLE NUMBERS INDICATE MILLIMETRES

AutoCAD SHX Text
DECIMALIZED NUMBERS INDICATE METRES

AutoCAD SHX Text
METRIC

AutoCAD SHX Text
WARNING

AutoCAD SHX Text
0

AutoCAD SHX Text
5.0

AutoCAD SHX Text
10.0

AutoCAD SHX Text
15.0

AutoCAD SHX Text
20.0m

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
1:250m  (A1)

AutoCAD SHX Text
0

AutoCAD SHX Text
1.0

AutoCAD SHX Text
2.0

AutoCAD SHX Text
3.0

AutoCAD SHX Text
4.0m

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
1:50m  (A1)

AutoCAD SHX Text
PROPERTY LIMITS DELINEATION

AutoCAD SHX Text
DELINEATION OF PROPERTY LIMITS AS SHOWN ON THIS DWG DOES NOT REPRESENT A "LEGAL SURVEY".  KGS GROUP MAKES NO REPRESENTATION OR WARRANTY AS TO THE ACCURACY OF PROPERTY LIMITS DELINEATED ON THIS DWG, NOR ON THE DIMENSIONAL ACCURACY OF DWG FEATURES RELATIVE TO THOSE PROPERTY LIMITS.

AutoCAD SHX Text
FOR INDEX PAGE SEE DWG LD-XXXX

AutoCAD SHX Text
REMOVE EXISTING 15.0-1800  SPCSPAND REPLACE WITH  15.0-2020 POLYMER COATED SPCSP

AutoCAD SHX Text
NOTES: : 1. ALL EXCAVATED MATERIAL WITHIN 107.0 OF THE ALL EXCAVATED MATERIAL WITHIN 107.0 OF THE AVERAGE SUMMER RIVER LEVEL (ASRL) MUST BE REMOVED FROM SITE (NO STOCKPILING). 2. CONTRACTOR TO COMPLETE SEWER INSPECTION OF CONTRACTOR TO COMPLETE SEWER INSPECTION OF OUTFALL PIPE POST CONSTRUCTION. 3. INVERT OF 2120 DIA. SPCSP TO BE 125mm LOWER INVERT OF 2120 DIA. SPCSP TO BE 125mm LOWER THAN EXISTING 1800mm.  4. COMPLETE OFFLOADING AREA 2 OF BANK UP COMPLETE OFFLOADING AREA 2 OF BANK UP SLOPE OF OUTFALL REPLACEMENT IN ADVANCE OF COMMENCING OUTFALL WORKS.

AutoCAD SHX Text
NOTE: CHAINAGES SHOWN ARE ALONG   EXISTING OUTFALL

AutoCAD SHX Text
COMPLETE INTERNAL CONCRETE REPAIRS AS DIRECTED BY THE CONTRACT ADMINISTRATOR.

AutoCAD SHX Text
INSTALL 1800  INTERNAL SLIPJOINT AT JOINT REPAIR LOCATIONS IN EXISTING 1800  CONC (APPROX.STA. 1+27.0 AND 1+33.0) (SEE DETAIL DWG CU-03)

AutoCAD SHX Text
INSTALL CONCRETE COLLAR  (SEE DETAIL DWG CU-03)

AutoCAD SHX Text
END SECTION DETAIL SCALE: NTS

AutoCAD SHX Text
WELLINGTON CRES (EXISTING)

AutoCAD SHX Text
ASSINIBOINE RIVER

AutoCAD SHX Text
300 PVC SEWER

AutoCAD SHX Text
2200  CONCRETE SEWER

AutoCAD SHX Text
1800  CONCRETE SEWER

AutoCAD SHX Text
226.0.

AutoCAD SHX Text
227.0.

AutoCAD SHX Text
228.0.

AutoCAD SHX Text
229.0.

AutoCAD SHX Text
230.0.

AutoCAD SHX Text
231.0.

AutoCAD SHX Text
232.0.

AutoCAD SHX Text
233.0.

AutoCAD SHX Text
234.0.

AutoCAD SHX Text
OFFLOADING AREA 1 (SEE SLOPE STABILIZATION WORKS)

AutoCAD SHX Text
OFFLOADING AREA 2 (SEE SLOPE STABILIZATION WORKS)

AutoCAD SHX Text
TEMPORARY EXCAVATION

AutoCAD SHX Text
TEMPORARY ACCESS RAMP 4 (SEE SLOPE STABILIZATION WORKS)

AutoCAD SHX Text
INSTALL SAFETY FENCE AS REQUIRED TO PROTECT PUBLIC

AutoCAD SHX Text
INSTALL TEMPORARY COFFERDAM AS REQUIRED TO FACILITATE CONSTRUCTION (SEE DETAIL CU-03)

AutoCAD SHX Text
250  CSP

AutoCAD SHX Text
DONCASTER STREET

AutoCAD SHX Text
WELLINGTON CRES (PROPOSED)

AutoCAD SHX Text
EXISTING MUP

AutoCAD SHX Text
PROPOSED MUP

AutoCAD SHX Text
STORM DRAIN (SEE PATH AND ROADWAY WORKS)

AutoCAD SHX Text
EXISTING CHAMBER

AutoCAD SHX Text
ISSUED FOR TENDER

AutoCAD SHX Text
0

AutoCAD SHX Text
20/10/05

AutoCAD SHX Text
RBO


	Sheets and Views
	CU-02
	PS_ALL



