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EXIST BOTTOM REINFORCING
SIZE AND SPACING VARIES
REINF TO REMAIN

UNIT PRICE/ SQ.FT

PROVIDE MIN. 3/4" CLEARANCE AROUND
ALL REINF AS PER SPECIFICATIONS.
PROVIDE ADDITIONAL CHAIRS AS REQUIRED

SECURE REINF AS REQUIRED ENSURE
ADEQUATE COVER OVER REINF IS MAINTAINED
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PORTS TO ENSURE COMPLETE
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BRACING, SHORING, AND
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CHIP PATCH EDGE TO

PROVIDE A CLEAN EDGE
PERPENDICULAR WITH
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APPROVED REPAIR SPECIFICATIONS.
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STEEL IS ENCOUNTERED
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APPLICABLE TO HORIZONTAL
AND VERTICAL SURFACES.

EXTEND CONC REPAIRS TO ENSURE
NO CORROSION IS VISIBLE ON THE
REINFORCING AT THE PATCH EDGE

REMOVE HEAVY CORROSION
AND SCALE VIA SAND BLASTING

DOWN TO WHITE METAL
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CRACKS PRIOR TO INJECTION
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o BEGIN INJECTION AT BOTTOM PORT. RESIN WILL TEND TO TRAVEL IN A RADIAL PATTERN.

o CONTINUE INJECTION UNTIL RESIN APPEARS AT NEXT PORT OR EVIDENCE OF RESIN
TRAVEL HAS PASSED NEXT PORT. CAP OFF PORT AND CONTINUE PROCEDURE.

o ALLOW ADEQUATE CURE OF RESIN BEFORE REMOVAL OF PORTS

o SURFACE SEAL MUST BE COMPLETELY REMOVED
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The General Contractor shall check & verify all dimensions and
report any errors or omissions to the designers.
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