PLOT: 2020-09-04 8:58:46 AM

-034-00.dwg

1300 D
(SD-023)
MANHOLE

2

0 5

SCALE =1: 250
SCALE=1:125

/
/ BISHOP GRANDIN BLVD

%

2000 DP CE

SD-024)

pPCP
(SD-023)

r 238

600 LDS- — — o~

GaBier

10

(280 mm X 432 mm)
(559 mm X 864 mm)

5E BE 2%
g2 §3 L 236
§=§E sk 3b 235
25 2@ 30 3¢ TENSION CRACK [ a4
6o of <5 <6
[ = = - 233
ef 2f L 232 E
TOE BULGE <5 =6 (22 £
o)
CURB — == L 230 =
= L 229 S
_— e L
= - 228
-
e - 227
== PROJECTED
—— = 200 GASLINE [ 226
L 225
O\ | 224
LAND DRAINAGE (APPROX. INVERT ELEV. 224.5 m TO 224.7 m) | 923
. . . 222
30 20 10 0
HORIZONTAL DISTANCE (m)
CROSS-SECTION 01
SCALE 1 : 250
LDS AND GAS LOCATIONS AND OBVERT ELEVATIONS
(CONFIRMED BY HYDRO-EXCAVATION)
POINT NORTHING EASTING DESCRIPTION OBV ELEV.
1 5520136.72 632838.80 LDS 225.01
2 5520140.92 632848.21 GAS 225.49
LDS 225.05
3 5520145.14 632857.82 LDS 225.09
4 5520150.22 632869.99 LDS 225.14
5 5520125.67 632851.58 GAS 227.28
i 6 5520113.42 632854.48 GAS 230.42
. NOTES: 1. AERIALIMAGE ON APRIL 29, 2020
! i 2. GROUND TOPOGRAPHY SURVEYED ON OCTOBER 31, 2019
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