GROSVENOR AVENUE - NORTH CONSTRUCTION NOTES:

1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH
LATEST REVISION OF THE CITY OF WINNIPEG STANDARD
CONSTRUCTION SPECIFICATIONS.

PROPOSED CL STA = 1+783.87
EX GROUND AT STA = 14+749.51 STA =[1+775.65 ELEV = 32887 2. LEGAL PLAN AND UNDERGROUND INFORMATION FROM
233.0 PROPOSED CL STA = 14734.74 ELEV= 232.694 | STA=1+757.35 ELEV = 232.876 2330 CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL

ELEV = 232.771 STA = 1+743.88 ELEV = 232.773 UNDERGROUNDS IN THE FIELD.
EX NORTH GUTTER
STA = 1+677.71
STA = 1+650.41 ELEV = 232.658
ELEV = 232.556
— & — \ \ .

STA = 1+694.10
ELEV = 232.673 STA = 1+706.12 STA = 1+714.45
ELEV = 232.652 ELEV = 232.645
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o 57% . . '0-370/9 4. LOCATION OF EXISTING UTILITIES/SERVICES TO BE
0.09 °. 0> % CONFIRMED IN THE FIELD BY THE CONTRACTOR.
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0.45% -0.37%

STA = 1+723.76 ELEV = 232.714 0.14%
i 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
038% .

ELEV = 232.698
0.5.6%/ 0.38% AVOID DAMAGE FROM CONSTRUCTION ACTIVITIES TO
. —— O - — '057%
0-380/0 \_
232.5
STA = 1+694.10

= TREES WITHIN THE LIMITS OF CONSTRUCTION.
ELEV = 232.580 STA = 1+706.12

STA = 1+650.41 PROPOSED ELEV = 232512

ELEV = 232.416 NORTH GUTTER 8. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
RENEWED WITH CONCRETE UNLESS OTHERWISE NOTED.

STA = 1+783.87

51%
0 ELEV = 232.815

5. ADJUST EXISTING WATER VALVES AND WATER SERVICE

STA = 1+775.65 CURB STOPS TO GRADE.

ELEV = 232.783

0.48%

232.5
6. MODIFIED BARRIER CURB TO BE USED AT ALL

INTERSECTION RADII.

STA = 1+723.76
ELEV = 232.605

STA = 1+734.74
ELEV = 232.655

STA = 1+757.35

STA = 1+749.51 ELEV = 232.657
ELEV = 232.601 7. ADJUST MANHOLE AND CATCH BASIN RIMS TO NEW

GRADES.

STA = 1+714.45
ELEV = 232.552

9. CB LEADS TO BE INSTALLED AT MIN 1.0% SLOPE OR AS
DIRECTED BY THE CONTRACT ADMINISTRATOR.

GROSVENOR AVENUE - SOUTH 10. LIMITS OF BOULEVARD GRADING TO BE FINALIZED IN THE
FIELD BY THE CONTRACT ADMINISTRATOR.

11. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF
STA = 1+783.87 SEWER REPAIRS BY PERFORMING VIDEO INSPECTION
PROPOSED CL STA = 1+775.65 ELEV = 232.887 AND REVIEWING WITH THE CONTRACT ADMINISTRATOR
= 1+ ELEV = 232.876
EX GROUND AT E?_-g“/ = 12;;96.52 PRIOR TO CONSTRUCTION.
PROPOSED CL _ STA = 1+734.74 = 232 STA = 1+757.35 2330
233.0 STA = 1+723.76 ELEV = 232.771 STA = 1+743.88 ELEV = 232.773 : 12. LAMP STANDARDS, HYDRO POLES AND ANCHORS THAT
STA = 11714.45 ELEV = 232.698 ELEV = 232714 REQUIRE TEMPORARY SUPPORT, REMOVAL OR
: 0.14% REPLACEMENT, TO BE DONE AT THE EXPENSE OF THE

STA = 1+694.10 STA = 1+706.12 ELEV = 232.645 0.56% N — CONTRACTOR, AS NECESSARY.
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—— STA = 1+694.10 STA = 1+734.74 STA = 1+757.35 ELEV = 232.690 ASP ASPHALT ROADWAY
SLEV = 23 £80 STA = 1+723.76 ELEV = 232 631 ELEV = 232587 ASP OVLY ASPHALT OVERLAY ROADWAY

EX NORTH GUTTER STA = 14714.45 ELEV = 232.582 PVS PAVING STONE/BRICK
B : STA = 1+738.98 STA = 1+749.51 TYP TYPICAL

PROPOSED ELEV="232:305 ELEV = 232599 ELEV = 232.508 Ex EXISTING
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3= INSTALL CB (SD-024)
”“ 5 C/W AP-011 AND AP-012

A RIM EL 232.512

o INVERT EL 230.862

WARNING

CAUTION: GASF—|

REMOVE TRAFFIC CIRCLE AND 5
REINSTATE ASPHALT PAVEMENT ~ M0

8 IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
= = USED FOR EXCAVATION ON THIS PROJECT THE
- CONTRACTOR MUST:

401

| INSTALL 1.4 m OF 250 PVC CB LEAD -
‘ AND CONNECT TO EX CB LEAD

ADJUST EX CB

GROSVENOR AVE

SDR 35 PVC CB LEAD SURFACE TILE : © ) |

0.0mTO 2.0 m FROM CB SD-229AA (TYP) X ‘

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

GROSVENOR AVE

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

77777 3. OBTAIN EXCAVATION PERMITS PRIOR TO
‘ CONSTRUCTION.
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