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GROSVENOR AVENUE - NORTH CONSTRUCTION NOTES:
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH
STA = 1+065.00 LATEST REVISION OF THE CITY OF WINNIPEG STANDARD
STA = 1+020.00 EX GROUND AT CL ELEV = 232.409 CONSTRUCTION SPECIFICATIONS.
ELEV = 232.184 PROPOSED CL 2. LEGAL PLAN AND UNDERGROUND INFORMATION FROM
239 5 STA = 1+011.00 239 5 CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL
' ELEV = 232.096 ' UNDERGROUNDS IN THE FIELD.
STA = 1+006.00
n — ; 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
ELEV = 232.060 — —_
STA = 1+000.50 50% — . AVOID DAMAGE FROM CONSTRUCTION ACTIVITIES TO
TA =11+000.5 02— - TREES WITHIN THE LIMITS OF CONSTRUCTION.
. ] 4. LOCATION OF EXISTING UTILITIES/SERVICES TO BE
1% . 0.50% CONFIRMED IN THE FIELD BY THE CONTRACTOR.
ok
13% s
0.25% 0.73 " STA = 17bes.00 5, éDJUSST E)Xlngg(é WATER VALVES AND WATER SERVICE
0.9% ELEV = 232.269 URB STOPS TO GRADE.
232.0 -0.780, o/ 232.0
~—5% 0.56% 6. MODIFIED BARRIER CURB TO BE USED AT ALL
STA = 1+000.50 INTERSECTION RADII.
ELEV = 231.990
PROPOSED NORTH GUTTER EXNORTH GUTTER 7. ADJUST MANHOLE AND CATCH BASIN RIMS TO NEW
GRADES.
STA = 1+006.87 STA = 1+023.03
ELEV = 231.940 ELEV = 232.059 8. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
STA = 1+014.74 SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
ELEV = 231.984 RENEWED WITH CONCRETE UNLESS OTHERWISE NOTED.
9. CBLEADS TO BE INSTALLED AT MIN 1.0% SLOPE OR AS
DIRECTED BY THE CONTRACT ADMINISTRATOR.
GROSVENOR AVENUE - SOUTH 10. LIMITS OF BOULEVARD GRADING TO BE FINALIZED IN THE
FIELD BY THE CONTRACT ADMINISTRATOR.
EX GROUND AT CL
11. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF
STA = 1+065.00 SEWER REPAIRS BY PERFORMING VIDEO INSPECTION
STA = 1+020.00 ELEV = 232.409 AND REVIEWING WITH THE CONTRACT ADMINISTRATOR
ELEV = 232.184 PROPOSED CL PRIOR TO CONSTRUCTION.
STA = 1+011.00
232.5 ELEV = 232.096 232.5 12. LAMP STANDARDS, HYDRO POLES AND ANCHORS THAT
STA = 1+506.00 REQUIRE TEMPORARY SUPPORT, REMOVAL OR
LBV = 552 060 e —— REPLACEMENT, TO BE DONE AT THE EXPENSE OF THE
= Zpe. — C—— . CONTRACTOR, AS NECESSARY.
0‘520/’0_‘_ . — * e — ——
STA = 1+000.50 e o fp— e ——— 13. INSTALL 6 m OF 150 mm SUBDRAIN TO CATCH BASINS IN
ELEV = 232.046 .y —" 050%  __eme——" BOTH DIRECTIONS PARALLEL TO ROADWAY AS PER
o — ——— SD-245 AND CAP ENDS.
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ADJUST EX MH CAUTION: GAS
| IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
| INSTALL CB (SD-024) REPLACE CONCRETE RISERS C USED FOR E?(CAVATION ON THIS PROJECT THE
C/W AP-011 AND AP-012 B
| | FROM 0.05 m TO 0.3 m AND REGROUT . CONTRACTOR MUST:
| RIMEL 231915 | | AROUND CONNECTION AT 1.69 m GROSVENOR AVE wy ' '
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