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CB/CP
CB 8
CB9
CB 10

SIZE
1800
1800
1800

RIM
230.790
230.765
230.765

2500 INVERT
229.140 NW
229115 E
229115 W
229.165 SE
229.640 NW

LEAD LENGTH/SLOPE
12.1m @ 2% MIN.
7.2m @ 2% MIN.
5.9m @ 2% MIN.

1500 INVERT
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0+480
0+500—
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CP 1 230.540 7.6m @ 2% MIN.

REFERENCE NOTES

PAVEMENT DIMENSIONS ARE TO BACK OF CURB

B. BASELINE IS CENTRE LINE RIGHT-OF-WAY

C. PROPERTY LINES OBTAINED FROM CITY OF WINNIPEG L.B.I.S.,
AND NO SCALE FACTOR WAS APPLIED

D. REFER TO AECOM FIELD BOOK NO. 5046

MATCHLINE 0+480
MATCHLINE 0+600

CONSTRUCTION NOTES

1.  REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 250mm
PLAIN-DOWELLED CONCRETE PAVEMENT

2. REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 200mm

REINFORCED CONCRETE PAVEMENT

CONSTRUCT NEW BARRIER CURB (180mm HT., INTEGRAL)

CONSTRUCT NEW MODIFIED BARRIER CURB (180mm HT.,

INTEGRAL)

5. CONSTRUCT NEW CURB RAMP (10mm HT., INTEGRAL)

6. REMOVE EXISTING SIDEWALK AND CONSTRUCT NEW 100mm

. CONCRETE SIDEWALK C/W BLOCKOUT AND PAVING STONES

CONSTRUCT NEW 75mm ASPHALT PATHWAY

REGRADE EXISTING PATIO BLOCKS

INSTALL NEW 1800mm CATCH BASIN c/w BARRIER CURB AND

GUTTER INLET FRAME AND COVER (SD-024) AND CONNECT NEW

LEAD TO EXISTING 450mm COMBINED SEWER (TYPE UNKNOWN)

INSTALL NEW CATCH PIT c/w DITCH INLET AND CONNECT NEW

LEAD TO NEW 1800mm CATCH BASIN

INSTALL NEW 1800mm CATCH BASIN c/w DITCH INLET AND

CONNECT NEW LEAD TO EXISTING 450mm COMBINED SEWER

(TYPE UNKNOWN)

INSTALL NEW 150mm SUBDRAIN 6.0m ON EACH SIDE OF CATCH

BASIN

REMOVE EXISTING CATCH BASIN AND ABANDON EXISTING LEAD

REMOVE EXISTING CATCH PIT AND ABANDON EXISTING LEAD

REMOVE EXISTING FRAME AND COVER AND INSTALL NEW

FRAME AND SOLID COVER (AP-006/AP-007)

ADJUST EXISTING MANHOLE/CATCH BASIN TO GRADE

INSTALL NEW CAST IRON RISER RING

ADJUST EXISTING WATER VALVE TO GRADE

INSTALL NEW DETECTABLE WARNING SURFACE TILE

PLACE BASE COURSE MATERIAL

INSULATE EXISTING WATER MAIN/WATER SERVICE WITHIN

PAVEMENT EXCAVATION AS PER SD-018

REMOVE EXISTING CONRETE APPROACH
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Certificate of Authorization
AECOM Canada Ltd.

ISSUED FOR TENDER

NOT FOR CONSTRUCTION
Date: 2021/01/27

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

No. 4671 Date:

150 mmWM

WATERMAIN

150 mm W.M.

HYDRO

G PROFILE

Rue Archibald W. side, N. of Kavanagh St., Thit. in E. Conc.

HYDRANT

.+.

M.T.S.

WEST GUTTER

B.M. 33-005 foundation of North American Van Lines Bldg No. 501
ELEV. 232.087 Archibald, 0.5m S. & 0.5m below precast Conc. wall of N.E.
Cor. of Bldg

LOCATION APPROVED

VALVE

®

CONCRETE

EAST GUTTER

UNDERGROUND STRUCTURES

ENGINEER'S SEAL @

THECITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

A=COM

300mm L.D.S.

LAND DRAINAGE SEWER ASPHALT N/W PROPERTY LINE

WInnipeg e\ cINEERING DIVISION

SUPV. U/G STRUCTURES
COMMITTEE

DATE

250mm W.W.S.

250mm W.W.S.

WASTEWATER SEWER PROPERTY LINE S/E PROPERTY LINE
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2019-2022 ARCHIBALD STREET PAVEMENT RENEWALS P-3529-21
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LOCATION OF UNDERGROUND STRUCTURES AS

2021 ARCHIBALD STREET PAVEMENT RECONSTRUCTION
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