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PART E – SPECIFICATIONS 

Revise: E7.7 to read: The Contractor shall supply a Hydraulic Excavator for the Work. The Hydraulic Excavator 
shall be as described below: 

(a) Rubber-Tired Single Engine – 4 Wheel-drive 

i. Manitoba Heavy Construction Association Group 3 for Hydraulic 
Excavators 

ii. Minimum weight 16,100kg 

iii. Minimum reach of 17 ft 

(b) Include a regular ditching bucket – minimum 60” wide 

i. Buckets shall be OEM spec’s 

(c) Include a thumb attachment 

(d) Have a Cab height such that the operator can look into the City’s 50 yard Roll 
Off Container 

i. Roll off Container height is approximately 8 ft 

QUESTIONS AND ANSWERS 

Q1: Can you tell me which MHCA group this unit falls under? 

 A1: Manitoba Heavy Construction Association Group 3 for Hydraulic Excavators 

Q2: Can I use a John Deere Model 190DW? 

 A2: Yes, that unit would qualify.  
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URGENT 
PLEASE FORWARD THIS DOCUMENT TO 
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TENDER 
 

TELEPHONE NO.  204 986-2546 
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Template Version: A20190115 

 

 
Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 
in connection with the Tender, and be governed accordingly.  Failure to acknowledge receipt of this Addendum in 
Paragraph 8 of Form A: Bid may render your Bid non-responsive. 

 

  


