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1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS. NOTE 6 (TYP)
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5. 230mm PARTIAL CONCRETE SLAB PATCHES SHOWN ARE ONLY A REPRESENTATIVE APPROXIMATION OF THE TENDERED QUANTITIES.
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8. PAVEMENT REPAIR FABRIC TO BE INSTALLED AS DIRECTED BY CONTRACT ADMINISTRATOR. 1017 8.66 196
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AS OUTLINED IN THE SPECIFICATIONS. CANE B SWIK - ' : ' 3.98 f g 120 o
LANE LANE LANE LANE EX SWK
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CONSTRUCTION (IF REQ'D) ] - ;F \:///
- EXISTING SIDEWALK TO BE

_— WATER MAIN —— # IRON BAR PARTIALLY RENEWED AS PER
SD—228A AND AS DIRECTED BY
————————| LAND DRAINAGE SEWER | = e— —x HYDRO POLE & LIGHT STANDARD EXISTING SIDEWALK TO BE
PARTIALLY RENEWED AS PER SD—228A CONTRACT ADMINISTRATOR (TYP.)
| WASTE WATER SEWER |——=—— °—°£ «—> |LIGHT STANDARD OR TRAFFIC SIGNAL| e/ e—» o CXISTING BARRIER CURB_TO BE 60—120 ASPHALT PAVEMENT OVERLAY AND AS DIRECTED BY GONTRACT 60-120 ASPHALT PAVEMENT OVERLAY
——— e - GO TRAC AoNMSTRATOR USTNG ASSHALT_QYEREAT (10 8 PLNeD) (OMNISTRATOR (7P TEITING ASErAT QIERAY (10 8 PraveD
- BELL/MTS - CURB RAMP — EXISTING BARRIER CURB TO BE
PARTIALLY RENEWED AS DIRECTED
—_— GAS DETECTABLE WARNING SURFACE TILE B3
- - BY CONTRACT ADMINISTRATOR - -
___________ o LE WARNING SURF CROSS-SECTION C-C CROSS-SECTION D-D
@) MANHOLE (] o FENCE NTS NTS
. CATCH BASIN n PROPERTY LINE LOCATIONS APPROVED GBM.  TOP OF HYDRANT ON NW CORNER OF LOGAN AVE . WSP Canada InC. | - enGNeER's seaL @ TH E CITY O F Wl N N I PEG
CURB INLET v | EDGE OF ASPHALT | ————— UNDERGROUND STRUCTURES | e 51 \\ \ ) S“'tev\}illibzg L&ggg’;‘éﬁ
UTILITIES ADJUSTED AO0O0 EDGE OF CONCRETE t. 204.943.3178 - . "\ PUBLIC WORKS DEPARTMENT
7 PLUG ] MODIFIED BARRIER CURB | ————— SIGNED BY: H f. 204.943.4948 W|nn|peg ENGINEERING SERVICES DIVISION
WWW.WSp.com
< HYDRANT . - BARRIER CURB SUPV U/G STRUCTURES DATE G i
® VALVE ® BARRIER CURB AND GUTTER — —— — | NORTH OR WEST SIDEWALK |— — = — F DESIGNED CHECKED CITYDRAWING NOVBER
BY MV BY LV 2021 KEEWATIN/KING EDWARD P-3543-03
e CURB STOP Py CONC SIDEWALK SOUTH OR EAST SIDEWALK | ====e===e=— || 5CATION OF UNDERGROUND STRUCTURES AS E SHEET oF
GROUND GRADE CONCRETE SLAB EAST TURNING LANE  |[=—=—-—.— AVALABLE BUT NO GUARANTEE IS GIVEN THAT ALL | D o RB VM PAVEMENT RENEWALS 03 28
— — — | EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN
(231.00) PAVEMENT GRADE 231.000 ASPHALT ROADWAY CENTRELINE BT TS AR SOV OR AT ] C | 1SSUED FOR TENDER 2021046 [ LV o e KING EDWARD STREET
—) ANCHOR MILLED SURFACE NORTH OR WEST GUTTER EXISTANCE AND EXACT LOCATION OF ALL SERVICES B | ISSUED FOR UGS REVIEW 2021/04/07 LV : 1:250 RELEASEDFOR == TENDER NO
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES VERTICAL CONSTRUCTION CONSULTANT ACAD DWG. NO. PAVEMENT REHABILITATION '
#11 CIVIC ADDRESS PAVEMENT REPAIR FABRIC — — —— | SOUTH OR EAST GUTTER |=—=— == =—— BEFORE PROCEEDING A | ISSUED FOR DETAILED DESIGN REVIEW 2021/03/31 Lv 1:25 130-2021
- - - + + B
EXISTING LEGEND-PLAN PROPOSED EXISTING LEGEND-PLAN PROPOSED EXISTING LEGEND-PROFILE PROPOSED NO. | REVISIONS DATE BY DATE - DATE - 20M-01243-00-203 STA. 3+15TO STA. 4+20




	Sheets and Views
	203 P-3543-03-RC


